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MICRO 63

40 ® Pressure medium Gas Nitrégeno (N,)
M8 Max. charging pressure 150 Bar
[ Min. charging pressure 35 Bar
é Rod seal area 12,57 cm?
fn Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
- g Max. stem speed 0,6 m/s
o g2 Maintenance kit Kit M63
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M8-C adapter Maximum strokes / minute (at 20°C)
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Code Smax La Lc Fa W F 1% Fe P v EIK
mm mm mm daN (Z daN daN Bar | 9
MICRO 63x25 25 90 65 3070 3300 0,073 | 0,93
MICRO 63x38 38 116 78 3100 3340 0,110 | 1,39
MICRO 63x50 50 140 90 1900 +5% 3115 3360 150 0,143 | 1,65
MICRO 63x63 63 166 103 (20°C) 3125 3370 (20°C) 0,180 | 1,81
MICRO 63x80 80 200 120 3135 3380 0,227 | 1,90
MICRO 63x100 100 240 140 3140 3390 0,283 | 2,23
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Assembly possibilities

FS63 - FSC 63 - FSC 63/1

FB 50 - FB 63

FI63/1

Manufactured by TécNicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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