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@50mm
1200daN TITAN
® Pressure medium Gas Nitrégeno (N,)

[TRA PO _Qi»ﬁ ?s;&gﬁcg M6 Max. charging pressure 150 Bar
/ W6-A adapler Min. charging pressure 50 Bar
. Rod seal area 8,04 cm?
@ Operating temperature 0°C - 80°C
—t Force increase by temperature 0,33 %/°C
2 § Max. stem speed 0,8 mis
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Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN daN daN Bar | 9
TITAN 50x13 13 55 42 2045 2215 0,023 | 0,49
TITAN 50x19 19 67 48 2020 2190 0,034 | 0,52
TITAN 50x25 25 79 54 1200 5% 2010 2175 150 0,045 | 0,59
TITAN 50x38 38 105 67 (20°E:) : 2000 2160 (20°C) 0,069 | 0,68
TITAN 50x50 50 129 79 1995 2155 0,091 | 0,79
TITAN 50x63 63 155 92 1995 2150 0,114 | 0,95
TITAN 50x80 80 189 109 1990 2150 0,146 | 1,10
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Initial force/charging pressure ratio
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Stroke (Mm) ——>» Pressure (Bar) — 3»
Assembly possibilities
s
o FS 50 - FSC 50 FB 45 FB 50 F1 50 - FI 50/1

Manufactured by TecNicas ApLICADAS DE PRESION, S.L.
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