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TITAN 75

OMPAC @50 s charging 6 ® Pressure medium Gas Nitrégeno (N,)
. TPFV3 valve i
[TRA PO ‘ /" IB.A adapter Max. charging pressure 150 Bar
Vd— Min. charging pressure 50 Bar
Rod seal area 19,63 cm?
Operating temperature 0°C - 80°C
§ Force increase by temperature 0,33 %/°C
+
3 Max. stem speed 0,8 m/s
Maintenance kit Kit T75
PED
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Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN daN daN Bar | 9
TITAN 75x12 12 61 49 4810 5160 0,056 | 1,25
TITAN 75x25 25 87 62 4940 5330 0,112 | 1,39
TITAN 75x38 38 13 75 3000 +5% 4990 5390 150 0,167 | 1,62
TITAN 75x50 50 137 87 (20°C) 5010 5420 (20°C) 0,219 | 1,72
TITAN 75x63 63 163 100 5025 5435 0,274 | 1,99
TITAN 75x80 80 197 17 5035 5455 0,347 | 2,18
Force/stroke ratio Initial force/charging pressure ratio
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Assembly possibilities

FS75-FSC75

FS75-FSC75

FB75

FI75-F1751

Manufactured by TécNicas ApLICADAS DE PRESION, s.L. - www.tecapres.com




