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4 TECAPRES®

@75mm
2500daN

Gas charging G1/8 —=—

TPFV1 valve
G1/8 adapter

® Pressure medium

TPC 2500

Gas Nitrégeno (N,)

@45
-

Max. charging pressure 155 Bar
Min. charging pressure 35 Bar
§ Rod seal area 15,90 cm?
w
— Operating temperature 0°C - 80°C
- Force increase by temperature 0,33 %/°C
§ Max. stem speed 1,6 m/s
+
ol 3 Maintenance kit Kit C2500
-
PED
20147681
w
* VDI SAFETY *'9“’
S WB:
K elirloi

Maximum strokes / minute (at 20°C)

4xM8(12mm) 80 75
So 70
T
E, = 60
) 2 5 50
£ 43
% 40 36
I 30
@ 30 25
» 25 38 50 63 80 100 125
Stroke (mm) ——3»
Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN z daN daN Bar | 9
TPC 2500x25 25 145 120 3655 3855 0,113 | 2,50
TPC 2500x38 38 171 133 3710 3920 0,167 | 3,25
TPC 2500x50 50 195 145 2500 +5% 3735 3950 155 0,216 | 4,00
TPC 2500x63 63 221 158 (20°C) 3750 3975 (20°C) 0,270 | 4,40
TPC 2500x80 80 255 175 3765 3990 0,340 | 5,05
TPC 2500x100 100 300 200 3780 4005 0,422 | 5,55
TPC 2500x125 125 350 225 3785 4020 0,525 | 5,98
Force/stroke ratio Initial force/charging pressure ratio
4250 2750
4000 2500
3750 2250
By 2000
Z 3500 1750
S 3000 £ 1000
2750 =
g Maximum recommended 90% stroke 500
2500 250
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Stroke (Mm) ——>»

Pressure (Bar) — 3»

23 Lcmin

Assembly possibilities

FS75-FSC75

FP75-FPR75

FB 75

FI75-FI 75/

Manufactured by TecNicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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