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TPF 420

® Pressure medium Gas Nitrégeno (N,)
<ﬂ Max. charging pressure 150 Bar
Min. charging pressure 50 Bar
% Rod seal area 3,14 cm?
£
i“’ Operating temperature 0°C - 80°C
= Force increase by temperature 0,33 %/°C
© Max. stem speed 25 m/min
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Gas charging M6(5mm) - 1 £ 3 33
TPFV3 valve E £ % 2
M6-C adapter Q B 25 1 #
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Code Smax La Le Fa % F 0% Fe P v ElK Kit
mm mm mm daN z daN daN Bar | 9
TPF 420x6 6 56 50 730 795 0,004 | 013 | VN
TPF 420x10 10 70 60 685 740 0,007 | 015 | VN
TPF 420x16 16 91 75 420 +5% 665 715 133 0,012 | 020 | VN
TPF 420x25 25 120 95 (20;0) ° 675 725 (20°C) 0,019 | 030 | v\
TPF 420x32 32 140 108 690 745 0,023 | 038 | VN
TPF 420x40 40 165 125 695 750 0,028 | 0,46 -
TPF 420x50 50 195 145 700 760 0,035 | 0,57 -

Force/stroke ratio

550

Initial force/charging pressure ratio
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Force (daN) ———m»

g Maximum recommended 90% stroke 50

25 32 40 5 50 75

Stroke (Mm) ——>»

125133 150
Pressure (Bar) — 3»

100

Assembly possibilities ﬂ

FS 25 - FS 25/2

Manufactured by TecNicas ApLICADAS DE PRESION, s.L. - www.tecapres.com



