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1- TECAPRES® [=# TPF 7500
7500daN
@60 ® Pressure medium Gas Nitrogeno (N,)
‘ Max. charging pressure 150 Bar
Min. charging pressure 50 Bar
Piston seal area 50,27 cm?
Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 25 m/min
Maintenance kit Kit F7500
PED
201476BIUE
VDI SAFETY
Gas charging M6 t ( \9
TPFV3 valve
M6-A adapter
Maximum strokes / minute (at 20°C)
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Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN ‘Z daN daN Bar | 9
TPF 7500x10 10 90 80 10245 10675 0,171 | 3,10
TPF 7500x16 16 116 100 10195 10610 0,278 | 3,30
TPF 7500x25 25 145 120 7500 +5% 10620 11125 150 0,390 | 3,85
TPF 7500x32 32 182 150 (20°C) 10235 10660 (20°C) 0,550 | 4,46
TPF 7500x40 40 210 170 10390 10845 0,660 | 4,69
TPF 7500x50 50 255 205 10280 10715 0,849 | 5,50
Force/stroke ratio Initial force/charging pressure ratio
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Manufactured by TécNicas ApLICADAS DE PRESION, s.L. - www.tecapres.com




