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{}} TECAPRES® @45mm - G1/8 connectable TPH 1250 C
1250daN
® Pressure medium Gas Nitrégeno (N,)
@30
‘7 M8 Max. charging pressure 175 Bar
Min. charging pressure 35 Bar
é Rod seal area 7,07 cm?
$ @ Operating temperature 0°C - 80°C
er? 1 Force increase by temperature 0,33 %/°C
il - Max. stem speed 25 m/min
1 g Maintenance kit Kit HC1250
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This model can only be z,g, 20 A
pressurised through a control 10 |
panel. Itis supplied without 12 25 38 63 80
pressure. Stroke (mm) ——3»
Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN z daN daN Bar | 9
TPH 1250x12C 12 99 87 1670 1740 0,029 | 0,82
TPH 1250x25C 25 125 100 1860 1970 0,047 | 0,95
TPH 1250x38C 38 155 17 1250 £5% 1890 2005 175 0,070 | 1,03
TPH 1250x50C 50 180 130 (20°C) 1940 2070 (20°C) 0,088 | 1,15
TPH 1250x63C 63 210 147 1940 2075 0,110 | 1,30
TPH 1250x80C 80 250 170 1900 2020 0,146 | 1,27
Force/stroke ratio Initial force/charging pressure ratio
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Assembly possibilities Connection alternatives
RMF-D1 RMF-T+RMF-D12x) M
= SEms -
FS45-FSC45 FP45-FPR45 RMF-C + RMF-D1 RMF-L + RMF-D1(2x)

Manufactured by TécNicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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