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9 Pressure medium

TPH 2800

Gas Nitrégeno (N,)

045
Ve Max. charging pressure 175 Bar
Min. charging pressure 35 Bar
é Rod seal area 15,90 cm?
- 77”’ Operating temperature 0°C - 80°C
RL Force increase by temperature 0,33 %/°C
r e Max. stem speed 25 m/min
rZJ % Maintenance kit Kit H2800
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Gas charging MG/
TPFV3 valve

Maximum strokes / minute (at 20°C)
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Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN z daN daN Bar | 9
TPH 2800x12 12 94 82 3615 3740 0,075 | 1,31
TPH 2800x25 25 120 95 4080 4305 0,112 | 1,52
TPH 2800x38 38 150 112 2800 +5% 4230 4485 175 0,159 | 1,85
TPH 2800x50 50 175 125 (20°C) 4250 4515 (20°C) 0,207 | 1,97
TPH 2800x63 63 210 147 4315 4595 0,254 | 2,05
TPH 2800x80 80 250 170 4360 4650 0,317 | 2,22
Force/stroke ratio Initial force/charging pressure ratio
5000 3050
4500 - TT%U
2 4000 220
8 Z 1750
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Assembly possibilities

2/3 L min

263
-

FS 63 - FSC 63 - FSC 63/1

FB50-FB63

FI63/1

Manufactured by TécNicas ApLicADAS DE PRESION, s.L. - www.tecapres.com




