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TPHT 25x7 7 44 37

125 ±5%
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(20ºC)

0,003 0,08
TPHT 25x10 10 50 40 185 195 0,004 0,10
TPHT 25x12 12 54 42 185 195 0,005 0,10
TPHT 25x15 15 60 45 185 195 0,006 0,11
TPHT 25x16 16 62 46 185 195 0,007 0,11
TPHT 25x19 19 68 49 185 195 0,008 0,12
TPHT 25x25 25 80 55 185 195 0,010 0,13
TPHT 25x32 32 94 62 185 195 0,013 0,14
TPHT 25x38 38 106 68 185 195 0,016 0,15
TPHT 25x50 50 130 80 185 195 0,021 0,17
TPHT 25x63 63 156 93 185 195 0,026 0,20
TPHT 25x75 75 185 110 180 190 0,033 0,21
TPHT 25x80 80 195 115 180 190 0,035 0,23
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Manufactured by Técnicas aplicadas de presión, s.l. · www.tecapres.com
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FS 25/1 TPHT 25R

Pressure medium Gas Nitrógeno (N2)

Max. charging pressure 80 Bar

Min. charging pressure 25 Bar

Rod seal area 1,54 cm2

Operating temperature 0ºC� -  120ºC�

Force increase by temperature 0,33 %/ºC�

Max. stem speed 0,5 m/s

Maintenance kit Kit HT25

Max. strokes / min 10 - 25 spm

Life service 300.000 ÷ 500.000 strokes 

Designed to work up to a maximum of 
120ºC, the TPHT series is especially 
recommendable for application where 
the temperature exceeds standard 
operating temperature

Ø14Gas charging M6
TPFV1 Valve
M6-A adapter
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V D I  S A F E T Y

Maximum recommended 90% stroke
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F O R  H I G H
Te m p e r a t u r e

Up to 120ºC

Up to 120ºC

TECAPRES®


