
Pressure medium Gas Nitrógeno (N2)

Max. charging pressure 80 Bar

Min. charging pressure 35 Bar

Rod seal area 6,16 cm2

Operating temperature 0ºC -  120ºC

Force increase by temperature 0,33 %/ºC

Max. stem speed 0,5 m/s

Maintenance kit Kit HT50

Max. strokes / min 10 - 25 spm

Life service 300.000 ÷ 500.000 strokes 
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TPHT 50x13 13 64 51

500 ±5%
(20ºC)

690 725

80
(20ºC)

0,025 0,53
TPHT 50x16 16 70 54 700 735 0,030 0,55
TPHT 50x19 19 76 57 710 745 0,034 0,58
TPHT 50x25 25 88 63 720 760 0,044 0,62
TPHT 50x32 32 102 70 730 775 0,054 0,67
TPHT 50x38 38 114 76 735 780 0,064 0,72
TPHT 50x50 50 138 88 745 790 0,082 0,82
TPHT 50x63 63 164 101 750 795 0,102 0,93
TPHT 50x75 75 188 113 750 800 0,121 1,10
TPHT 50x80 80 198 118 755 800 0,128 1,15
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Assembly possibilities

FP 50 · FPR 50 FS 50 · FSC 50
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Designed to work up to a maximum of 
120ºC, the TPHT series is especially 
recommendable for application where 
the temperature exceeds standard 
operating temperature
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F O R  H I G H
Te m p e r a t u r e

Up to 120ºC

Up to 120ºC

TECAPRES®


