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Assembly possibilities

C�ode Smax
mm
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TPK 750x13 12,7 57,4 44,7

740
(±5%)

1150 1225

150
(20ºC)

0,016 0,43
TPK 750x19 19 70 51 1170 1250 0,023 0,48
TPK 750x25 25 82 57 1170 1250 0,030 0,52
TPK 750x38 38 108 70 1170 1250 0,045 0,62
TPK 750x50 50 132 82 1170 1250 0,060 0,70
TPK 750x63 63 159 96 1170 1255 0,075 0,80
TPK 750x80 80 192 112 1170 1255 0,095 0,92
TPK 750x100 100 232 132 1170 1255 0,119 1,10

TPK 750
Pressure medium Gas Nitrógeno (N2)

Max. charging pressure 150 Bar

Min. charging pressure 35 Bar

Rod seal area 4,91 cm2

Operating temperature 0ºC - 80ºC

Force increase by temperature 0,33 %/ºC

Max. stem speed 1 m/s

Maintenance kit Kit K750

Manufactured by Técnicas Aplicadas de Presión, s.l. · www.tecapres.com

Fo
rce

 (d
aN

)

Pressure (Bar)

Fo
rce

 (d
aN

)

Stroke (mm)

Initial force/charging pressure ratio

Ø45mm
750daN

Force/stroke ratio

 

St
ro

ke
s/m

in

Stroke (mm)

Maximum strokes / minute

100%90%

Maximum recommended 90% stroke

TP
GA

S 
06

 0
7-

20
15

i

92

80
70

56
47

40
33

28

20
30
40
50
60
70
80
90

100

19 25 38 50 63 80 10012,7

0

100

200

300

400

500

600

700

800

35 50 75 100 125 150

PED
97/23/CE

22

+1.0
+0.5

2/3
 Lc

 m
in

Ø45 FS 45 · FSC 45 FRS 45 FI 45FS 45 · FSC 45

ECO
SERIES

Ø25
14

.5

r1

7

r1

Ø45 ±0.3

S
ma

x

1
Lc

La
±0

.25

Gas charging M6
TPFV3 valve
M6-A adapter

266

i
MICRO

TITAN

TPH

TPS

TPF

TPK

 

 


