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@20 Gas charging M6 i Pressure medium Gas Nitrogeno (N,)
. : TPFV3 valve f
‘ k Mo-A adapter Max. charging pressure 150 Bar
Min. charging pressure 35 Bar
é Rod seal area 3,14 cm?
; @ Operating temperature 0°C - 80°C
7 | Force increase by temperature 0,33 %/°C
=
A S - 9 Max. stem speed 1,6 mis
? 5 Maintenance kit Kit KF500
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mm mm mm daN 2] daN @ daN Bar | 9 TPSRS
TPKF 500x13 13 75,7 62,7 600 615 0,017 | 0,55
TPKF 500x19 19 88 69 605 625 0,024 | 0,60 TPNS
TPKF 500x25 25 100 75 610 635 0,031 | 0,65
TPKF 500x38 38 126 88 470 +5% 620 640 150 0,045 | 0,85 STOP
TPKF 500x50 50 150 100 (20;C) ’ 620 645 (20°C) 0,059 | 0,88 CYLINDER
TPKF 500x63 63 177 114 625 645 0,073 | 0,95 HOT
TPKF 500x80 80 210 130 625 650 0,092 | 1,05 FORMING
TPKF 500x100 100 250 150 625 650 0,114 | 1,20
TPKF 500x125 125 300 175 635 660 0,139 | 1,45 TPHT
TPSL
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Manufactured by TecNicas ApLiCADAS DE PRESION, s.L. - www.tecapres.com




