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TPS 3000

@50 ® Pressure medium Gas Nitrégeno (N,)
(MB ‘ UE; Max. charging pressure 150 Bar
Min. charging pressure 35 Bar
tL— Rod seal area 19,63 cm?
o m‘ Operating temperature 0°C - 80°C
J g Force increase by temperature 0,33 %/°C
r25 o Llﬂ Max. stem speed 1,6 m/s
-
Maintenance kit Kit $3000
PED CNOMO.
m* 0T468IUE ISOTIG0N  VDI003  E24548156
Gas charging G1/8—=—
TPFV1 valve VDI SAFETY -
G1/8 adapter w* 8
S 233 N
u
o
AXMB(12mm) Maximum strokes / minute (at 20°C)
65
i % T 55
w0
N /] 8 __ 45
E
e __v--'a % 35
E
260 e
""25 3650 63 80 100 125 160 175 200 225 250 300
Stroke (mm) ——3»
90% 100%
Code Smax La Lc Fa Fc P \ ﬁKg
mm mm mm daN daN daN Bar |
TPS 3000x25 25 170 145 3790 3900 0,213 | 575
TPS 3000x38 38 196 158 3960 4105 0,279 | 6,15
TPS 3000x50 50 220 170 4065 4230 0,339 | 6,53
TPS 3000x63 63 247 184 4045 4220 0,409 | 6,91
TPS 3000x80 80 280 200 4225 4420 0,490 | 7,25
TPS 3000x100 100 320 220 4245 4445 0,605 | 8,00
TPS 3000x125 125 370 245 302%%5% 4305 4520 21(??0 0731 | 815
TPS 3000x160 160 440 280 (20°C) 4365 4595 @0C) | 907 | 924
TPS 3000x175 175 470 295 4325 4545 1,013 | 9,60
TPS 3000x200 200 520 320 4355 4585 1,138 | 10,31
TPS 3000x225 225 550 345 4385 4620 1,264 | 11,36
TPS 3000x250 250 620 370 4405 4645 1,390 | 11,90
TPS 3000x300 300 720 420 4440 4685 1,641 | 14,87
Force/stroke ratio Initial force/charging pressure ratio
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Assembly possibilities

FS95-FSC95  FP95:-FPR95

T =

FRS 95 FI95 - FI1 9511

FB 95
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