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RISK OF
ENTRAPMENT

CAUTION!

High speed
Stop-cylinders

Pressure medium Gas Nitrógeno (N2) / Oil

Max. charging pressure 135 Bar

Min. charging pressure 50 Bar

Rod seal area 44,18 cm2

Operating temperature 0ºC - 60ºC

Force increase by temperature 0,33 %/ºC

Max. stem speed 30 m/min

Max. recommended strokes/min 4 - 8 spm
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TECAPRES®

RISK OF
ENTRAPMENT

CAUTION!

TPSBM 6000
Modular version

TPSBC 6000
Compact version
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Pressure medium Gas Nitrógeno (N2) / Oil

Max. charging pressure 135 Bar

Min. charging pressure 50 Bar

Rod seal area 44,18 cm2

Operating temperature 0ºC - 60ºC

Force increase by temperature 0,33 %/ºC

Max. stem speed 20 - 27 m/min

Max. recommended strokes/min 4 - 6 spm
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Operation graph Initial force/charging pressure ratio
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Code Smax
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F
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TPSBC 6000x50 50 241 178 6000 
±5%

7345 135 Bar
(20ºC)TPSBC 6000x80 80 301 208 7595

TPSBC 6000x125 125 391 253 7805

90%
Code Smax

mm
La
mm

Lc
mm

Fa
daN

F
daN

TPSBM 6000x50 50 241 178 6000 
±5%

7345 135 Bar
(20ºC)TPSBM 6000x80 80 301 208 7595

TPSBM 6000x125 125 391 253 7805

90%

How to order

Model Stroke Hydraulic valve

TPSBC 6000 E2450x -

V D I  S A F E T Y
PED
2014/68/UE

How to order

Model Stroke Hydraulic valve

TPSBM 6000 E2480x -

Length

L=275-

V D I  S A F E T Y
PED
2014/68/UE
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Small springback


