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Pressure medium

TPSP 7

Gas Nitrégeno (N,)

—~ 6 Max. charging pressure 150 Bar
Min. charging pressure 35 Bar
Rod seal area 3,14 cm?
i Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 1,6 m/s
" / ﬁ Maintenance kit Kit SP750
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TPFV1 valve Maximum strokes / minute (at 20°C)
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Code Smax La Lc Fa 0% 0% Fe P \ EIK
mm mm mm daN vz daN daN Bar | 9
TPSP 750x13 12,7 110,4 97,7 1105 1170 0,017 | 0,90
TPSP 750x25 25 135 110 1145 1220 0,031 | 0,98
TPSP 750x38 38 161 123 1155 1235 0,047 | 1,02
TPSP 750x50 50 185 135 o 1160 1240 0,061 | 1,15
TPSP 750x63 63 212 149 7?200:55)A’ 1165 1245 (;gfc) 0,077 | 1,24
TPSP 750x80 80 245 165 1170 1250 0,097 | 1,35
TPSP 750x100 100 285 185 1170 1250 0,121 | 1,60
TPSP 750x125 125 335 210 1170 1255 0,150 | 1,70
TPSP 750x160 160 405 245 1305 1425 0,163 | 2,20
Force/stroke ratio Initial force/charging pressure ratio
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FS 45 FSC 45

Assembly possibilities

FP 45 FPR45 FB 45

T =

FRS 45 FI45 - Fl45/1

Manufactured by TecNicAs ApLICADAS DE PRESION, S.L.
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