‘ TECAPRES®

)

TPR
TPA
TPG
TPSR
TPSRS
| TPNS
£ g STOP
NS § CYLINDER
NS——— : HOT
NS : $ FORMING
SO ) <
Ty, ) 4
S ! $ TPHT
| SN 3! S
: ~ “}.\. <
TPSL
Threaded body gas springs
-
@Body Strokes Fa
Code
mm mm daN
ACTIVE SAFETY
TPR 16 M16 x 1,5 10 - 100 50 v
TPRB 16 M16 x 1,5 10 - 100 50 v
TPRC 16 M16 x 2 10-125 40 v
TPR 24 M24 x 1,5 10 - 100 140 v
TPRB 24 M24 x 1,5 10 - 100 140 v
TPRC 24 M24 x 1,5 7-125 90 Vv v
TPRT 24 M24 x 1,5 7-125 90 v v
TPR 28 M28 x 1,5 15-125 200 v v
TPR 38 M38 x 1,5 12 -100 250 v v
TPR 38.1 M38 x 1,5 13- 80 250 v v v
TPR 45 M45 x 1,5 13-100 740 v v v
TPR 50 M50 x 1,5 13- 100 1000 v v v
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1> TECAPRES®

M16x1,5
50daN

® Pressure medium

TPR 16

Gas Nitrégeno (N,)

FR 16

FR 16

SN Max. charging pressure 175 Bar
rS\ Min. charging pressure 35 Bar
% Rod seal area 0,28 cm?
e
@ Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
7 Max. stem speed 1,6 m/s
@ w0
% Maintenance kit Kit R16
A (]
- PED
S 2014/68/UE
VDI SAFETY
Vo
A e
J Maximum strokes / minute (at 20°C)
Gas charging M6(8mm) 70
TPFV3 valve
M6-C adapter 60 4
T 50 4
g
£40
% 30
Hext || g £ 2
g w
= 10
10 20 30 40 50 60 70 80 100
Strok
\_ ) roke (mm) —— 3
Smax | La Lc v Fa Fc ’ P
K @
Lel mm mm mm | ﬁ 9 5360 é daN D daN Bar
TPR 16x10 10 80 70 0,004 0,06 TPR 16x ... F10 10 (£5%) =12 35
TPR 16x20 20 100 80 0,005 0,06 TPR 16x ... F15 15 (£5%) =15 50
TPR 16x30 30 120 90 0,006 0,07 TPR 16x ... F20 20 (£5%) =25 70
TPR 16x40 40 140 100 0,007 0,08 TPR 16x ... F25 25 (£5%) =30 90
TPR 16x50 50 160 110 0,008 0,08 TPR 16x ... F30 30 (£5%) =~ 35 110
TPR 16x60 60 180 120 0,009 0,09 TPR 16x ... F35 35 (£5%) =45 125
TPR 16x70 70 200 130 0,010 0,09 TPR 16x ... F40 40 (£5%) =50 140
TPR 16x80 80 220 140 0,011 0,11 TPR 16x ... F45 45 (£5%) =55 160
TPR 16x100 100 260 160 0,013 0,11 TPR 16x ... F50 50 (£5%) =60 175
é How to order A
TPR16 x 20 F50
Model Stroke Force
- )
(" Force/stroke ratio Initial force/charging pressure ratio A
1,30 60
T1,25 50 |
1,20 4 40
= =
§1 15 4 Z 30
g 110 | 8 20 |
105 - £ ]
100 &9 Maximum recommended 90% stroke
o 10 20 30 40 5 60 70 80 " 100 0 35 50 75 100 125 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
Assembly possibilities N
4
]

TPR 16 KEY

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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M16x1,5
50daN

1> TECAPRES®

® Pressure medium

TPRB 16

Gas Nitrégeno (N,)

26

et X0 Max. charging pressure 175 Bar
r3\[> Min. charging pressure 35 Bar
7 = Rod seal area 0,28 cm?
C}EJ Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
9 . Max. stem speed 1,6 m/s
g Maintenance kit Kit RB16
— S
VDI SAFETY
A o

Gas charging M6(8mm) J

Maximum strokes / minute (at 20°C)

TPFV3 valve 7
M6-C adapter 50 |
i £40 |
gao g
HEX11 © £ TPR
= 10 — | | | I —— —— TPA
10 20 30 40 50 60 Szok (so) 100 PG
roke (mm
N Y, ° >
TPSR
Smax | La Lc v Fa Fc P
LD mm mm mm | ﬁ Kg ELD é daN D daN Bar TPSRS
TPRB 16x10 10 65 55 0,002 0,05 TPRB 16x ... F10 10 (£5%) =13 35
TPRB 16x20 20 85 65 0,003 0,05 TPRB 16x ... F15 15 (£5%) =18 50 TPNS
TPRB 16x30 30 105 75 0,004 0,06 TPRB 16x ... F20 20 (£5%) =25 70
TPRB 16x40 40 125 85 0,005 0,07 TPRB 16x ... F25 25 (£5%) =32 90 STOP
TPRB 16x50 50 145 95 0,006 0,07 TPRB 16x ... F30 30 (£5%) = 40 110 CYLINDER
TPRB 16x60 60 165 105 0,007 0,08 TPRB 16x ... F35 35 (£5%) =45 125 HOT
TPRB 16x70 70 185 115 0,008 0,08 TPRB 16x ... F40 40 (£5%) = 50 140 FORMING
TPRB 16x80 80 205 125 0,009 0,10 TPRB 16x ... F45 45 (£5%) =~ 55 160
TPRB 16x100 100 245 145 0,012 0,10 TPRB 16x ... F50 50 (£5%) = 60 175 TPHT
é How to order A .
TPRB16 x 40 F30
Model Stroke Force
- )
(" Force/stroke ratio Initial force/charging pressure ratio A
1,35 60
T 1,30 I 50 |
1,25 40
=120 =
S % 30
Iy 1,15 =
S 110 g 201
1,05 =0 |
&4 Maximum recommended 90% stroke
Y0 T T 20 30 40 s0 60 70 s 100 0 3 50 75 100 125 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
/
]
L FR 16 FR 16 TPR 16 KEY y,
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1. TECAPRES® pw= TPRC 16
40daN
Ve N ) :
® Pressure medium Gas Nitrégeno (N,)
6 Max. charging pressure 140 Bar
r3\J> Min. charging pressure 20 Bar
x Rod seal area 0,28 cm?
£
[%2] Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
9 Max. stem speed 1,6 m/s
% Maintenance kit Kit RC16
B 3 PED
| 2014/68/UE
@ VDI SAFETY
J Maximum strokes / minute (at 20°C)
Gas charging M6(8mm) 60
TPFV3 valve
M6-C adapter T 50 |
[ E 40
Eso 1
HEX11 B 220
s 10
10 20 30 40 50 60 70 sosmke ( m1n(1>)o 125
- J ?
Smax | La Lc v Fa Fc P
Lel mm mm mm | ﬁ Kg 5360 é daN D daN Bar
TPRC 16x10 10 65 55 0,002 0,05 TPRC 16x ... F6 6 (£5%) =7 20
TPRC 16x20 20 85 65 0,003 0,05 TPRC 16x ... F10 10 (£5%) =13 85
TPRC 16x30 30 105 75 0,004 0,06 TPRC 16x ... F15 15 (£5%) ~18 50
TPRC 16x40 40 125 85 0,005 0,07 TPRC 16x ... F20 20 (£5%) =25 70
TPRC 16x50 50 145 95 0,006 0,07 TPRC 16x ... F25 25 (£5%) =32 90
TPRC 16x60 60 165 105 0,007 0,08 TPRC 16x ... F30 30 (£5%) =40 110
TPRC 16x70 70 185 115 0,008 0,08 TPRC 16x ... F35 35 (£5%) =~ 45 125
TPRC 16x80 80 205 125 0,009 0,10 TPRC 16x ... F40 40 (£5%) =50 140
TPRC 16x100 100 245 145 0,012 0,10
TPRC 16x125 125 295 170 0,014 0,13
é How to order A
TPRC16 x 60 F6
Model Stroke Force
- )
(" Force/stroke ratio Initial force/charging pressure ratio A
60
Tso
o 40
= —
S E 30
g 820 |
£ 10 |
0 200 35 50 75 100 125 140150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
/
]
FRC 16 FRC 16 TPR 16 KEY )

Manufactured by TEcnicas ApLICADAS DE PRESION, s.L.
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M24x1,5
140daN

1> TECAPRES®

TPR 24

® Pressure medium Gas Nitrégeno (N,)
210 Max. charging pressure 175 Bar
f5\\ Min. charging pressure 25 Bar
% Rod seal area 0,78 cm?
1S
@ Operating temperature 0°C - 80°C
T 2y Force increase by temperature 0,33 %/°C
Max. stem speed 1,6 m/s
o
N 8 Maintenance kit Kit R24
H
! s PED
S 2014/68/UE
VDI SAFETY
NN
Gas charging Mﬁ(ammj Maximum strokes / minute (at 20°C)
TPFV3 valve 70
M6-C adapter
60 -
wl 50 1
. % =
S 240
530
HEX17,5 g 20 TPR
10 TPA
10 20 30 40 50 60 S7to ) (80) 100 PG
roke (mm
\ J ° >
TPSR
Smax | La Lc Vv Fa Fc P
Code ﬁ Kg Code
mm mm mm | daN daN Bar TPSRS
TPR 24x10 10 80 70 0,008 0,20 TPR 24x ... F20 20 (£5%) =25 25
TPR 24x20 20 100 80 0,011 0,22 TPR 24x ... F40 40 (£5%) =50 50 TPNS
TPR 24x30 30 120 90 0,013 0,24 TPR 24x ... F60 60 (£5%) =75 75
TPR 24x40 40 140 100 0,016 0,25 TPR 24x ... F80 80 (£5%) =~ 100 100 STOP
TPR 24x50 50 160 110 0,018 0,27 TPR 24x ... F100 100 (£5%) ~125 125 CYLINDER
TPR 24x60 60 180 120 0,021 0,30 TPR 24x ... F120 120 (£5%) =~ 150 150 HOT
TPR 24x70 70 200 130 0,023 0,35 TPR 24x ... F140 140 (£5%) =175 175 FORMING
TPR 24x80 80 220 140 0,026 0,41
TPR 24x100 100 260 160 0,031 0,45 TPHT
4 How to order A .
TPR24 x 60 F140
Model Stroke Force
_ )
(" Force/stroke ratio Initial force/charging pressure ratio A
1,40 160
1,35 3 140 4
1,30 | 120 |
=125 100
§1,20 B % 80 4
81,15 = 60 |
21,10 | § 40
1,05 4 X 20 |
100 & Maximum recommended 90% stroke 0
' "10 20 30 ' 40 5 60 70 & 100 25 50 75 100 125 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
s/
]
_ FR24 FR 24 TPR 24 KEY )
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o 210
rS\
é
w
S w0
]
1 S8
S

Gas charging M6(8mm) J

1> TECAPRES®

M24x1,5
140daN

® Pressure medium

TPRB 24

Gas Nitrégeno (N,)

Max. charging pressure 175 Bar
Min. charging pressure 25 Bar
Rod seal area 0,78 cm?
Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 1,6 m/s
Maintenance kit Kit RB24

PED

2014/68/UE

VDI SAFETY

3

Maximum strokes / minute (at 20°C)

1,45

Force/stroke ratio

1,40 4
1,35 A
1,30 4
1,25 4
1,20

Force (daN) ——»

1,15 4

1,10 4
1,05 4
1,00

&9 Maximum recommended 90% stroke

160

Initial force/charging pressure ratio

TGO 57
TPFV3 valve
M6-C adapter 50
E40 |
an E
fcijzo 4
w
HEX17,5 10 ‘ S (N S A N (R IR A
10 20 30 40 50 60 Smk 80 100
{
\_ ) roke (mm) —— 3
Smax | La Lc Vv Fa Fc P
Code mm mm mm | ﬁ Kg Cods é daN D daN Bar
TPRB 24x10 10 65 55 0,004 0,18 TPRB 24x ... F20 20 (£5%) =25 25
TPRB 24x20 20 85 65 0,007 0,20 TPRB 24x ... F40 40 (£5%) ~ 55 50
TPRB 24x30 30 105 75 0,009 0,22 TPRB 24x ... F60 60 (£5%) = 80 75
TPRB 24x40 40 125 85 0,012 0,23 TPRB 24x ... F80 80 (£5%) =105 100
TPRB 24x50 50 145 95 0,014 0,25 TPRB 24x ... F100 100 (£5%) =135 125
TPRB 24x60 60 165 105 0,017 0,28 TPRB 24x ... F120 120 (£5%) =~ 160 150
TPRB 24x70 70 185 115 0,019 0,32 TPRB 24x ... F140 140 (£5%) ~ 185 175
TPRB 24x80 80 205 125 0,022 0,38
TPRB 24x100 100 245 145 0,027 0,42
é How to order N
TPRB24 x 30 F80
Model Stroke Force
o J
e N

140 +
120 +
100 +
80 +
60 -

Force (daN) ———»

40

20

0 10 20 30 40 5 60 70 8 100 25 50 75 100 125 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
Z
v,
FR24 FR 24 TPR 24 KEY )

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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1,35

1,30
1,25

T

1. TECAPRES® s TPRC 24
90daN
Ve N ) :
® Pressure medium Gas Nitrégeno (N,)
28 Max. charging pressure 175 Bar
Min. charging pressure 20 Bar
Rod seal area 0,50 cm?
;E: Operating temperature 0°C - 80°C
1 Force increase by temperature 0,33 %/°C
Max. stem speed 1,6 m/s
9 Maintenance kit Kit RC24
e PED
o 2014/68/UE
)
VDI SAFETY
e
\
J - Maximum strokes / minute (at 20°C)
Gas charging M6(8mm) 100
TPFV3 valve
M6-C adapter T 80 |
E 60 |
E 40
3 2
w
0 ‘7101135 25 38 50 63 SOSt ) 100 125
\_ ) roke (mm) —— 3
Smax | La Lc v Fa Fc P
Ll mm mm mm | ﬁ Kg e é daN E daN Bar
TPRC 24x7 7 56 49 0,002 0,08 TPRC 24x ... F10 10 (£5%) =13 20
TPRC 24x10 10 62 52 0,003 0,08 TPRC 24x ... F20 20 (£5%) ~ 25 40
TPRC 24x13 13 67,4 54,4 0,003 0,08 TPRC 24x ... F30 30 (£5%) = 40 60
TPRC 24x15 15 72 57 0,004 0,09 TPRC 24x ... F40 40 (£5%) =50 80
TPRC 24x25 25 92 67 0,006 0,10 TPRC 24x ... F50 50 (£5%) =~ 65 100
TPRC 24x38 38 118 80 0,008 0,12 TPRC 24x ... F60 60 (£5%) =75 120
TPRC 24x50 50 142 92 0,011 0,13 TPRC 24x ... F70 70 (£5%) =90 140
TPRC 24x63 63 172 109 0,014 0,15 TPRC 24x ... F80 80 (£5%) =105 160
TPRC 24x80 80 205 125 0,017 0,17 TPRC 24x ... F90 90 (£5%) =110 175
TPRC 24x100 100 245 145 0,021 0,18
TPRC 24x125 125 295 170 0,026 0,21 ( How to order A
TPRC24 x 100 F50
Model Stroke Force
- )
(" Force/stroke ratio Initial force/charging pressure ratio A

=120
g 50 |
g 115 40 |
2 1,10 30 4
20
1,05 10 |
100 & Maximum recommended 90% stroke o
U0 7ol5 25 38 50 63 80 100 125 20 50 75 100 125 150 175
_ 13 Stroke (mm) —— 3 Pressure (Bar) 4)/
(" Assembly possibilities N
iz
o FR 24 FR 24 )

Manufactured by TEcnicas ApLICADAS DE PRESION, S.L. -
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1> TECAPRES®

M24x1,5
90daN

® Pressure medium

TPRT 24

Gas Nitrégeno (N,)

Max. charging pressure 175 Bar
Min. charging pressure 20 Bar
Rod seal area 0,50 cm?
5 Operating temperature 0°C - 80°C
—— Force increase by temperature 0,33 %/°C
w0
o - - Max. stem speed 1,6 m/s
¥ < Maintenance kit Kit RT24
©
—
) o PED
- 2014/68/UE
VDI SAFETY
s
\
Gas charging M6(8mm) 4f Maximum strokes / minute (at 20°C)
TPFV3 valve
M6-C adapter ‘ M24x1.5 100
80 |
€ 60 |
é’ 40
é 20
>
710115 38 50 63 80 100 125
q ) 13 Stroke (mm) ——>»
Smax | La Lc Vv Fa Fc ’ P
K ©
Ll mm mm mm | ﬁ g e é daN D daN Bar
TPRT 24x7 7 56 49 0,002 0,08 TPRT 24x ... F10 10 (£5%) =13 20
TPRT 24x10 10 62 52 0,003 0,08 TPRT 24x ... F20 20 (£5%) =25 40
TPRT 24x13 13 67,4 54,4 0,003 0,08 TPRT 24x ... F30 30 (£5%) =40 60
TPRT 24x15 15 72 57 0,004 0,09 TPRT 24x ... F40 40 (£5%) =50 80
TPRT 24x25 25 92 67 0,006 0,10 TPRT 24x ... F50 50 (£5%) =65 100
TPRT 24x38 38 118 80 0,008 0,12 TPRT 24x ... F60 60 (£5%) =75 120
TPRT 24x50 50 142 92 0,011 0,13 TPRT 24x ... F70 70 (£5%) =90 140
TPRT 24x63 63 172 109 0,014 0,15 TPRT 24x ... F80 80 (£5%) =105 160
TPRT 24x80 80 205 125 0,017 0,17 TPRT 24x ... F90 90 (£5%) =110 175
TPRT 24x100 100 245 145 0,021 0,18
TPRT 24x125 125 295 170 0,026 0,21 (" How to order h
TPRT24 x 10 F40
Model Stroke Force
o J
(" Force/stroke ratio Initial force/charging pressure ratio A
1,35 100
130 I % i
80
1,25 70
Z 120 — 601
3 Z 50 |
g 1,15 T 40 J
S 110 g a0
1,05 -
1'00 led 90% stroke 12 1
U0 ‘7105 " 25 38 50 63 " 00 0 125 20 50 75 100 25 150 175
\_ 13 Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
7
J

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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7> TECAPRES®

Gas Charging M6 212
TPFV1 valve
M6-A adapter \\
L
&
£
(%)
1 -t
o I
) = &
o
+
©
—l
S
3
8
S
o
(&)
[ Y
[oo]

M28x1.5
e E—

M28x1,5
200daN

TPR 28

® Pressure medium Gas Nitrégeno (N,)

Max. charging pressure 175 Bar
Min. charging pressure 25 Bar
Rod seal area 1,13 cm?
Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 1,6 m/s
Maintenance kit Kit R28
PED
2014/68/UE
VDI SAFETY
7~
\
Maximum strokes / minute (at 20°C)
100 54
L
90
T 80 75
— 70 -
1S
& 60 - 50
E 50 1 2 43
8 40 | 36
& 30 20 25

_ /
Smax | La Lc \'
Code K
mm mm mm I ﬁ g Color code
TPR 28x15 15 72 57 0,006 0,15
TPR 28x25 25 92 67 0,010 0,17
TPR 28x38 38 118 80 0,014 0,20
TPR 28x50 50 142 92 0,019 0,22 YW (Yellow) 200 (£20)
TPR 28x63 63 172 109 0,024 0,25 (Other forces)
TPR 28x80 80 205 125 0,030 0,30 )
TPR 28x100 100 242 142 0,037 0,35 The black color coFJe denotes a dn‘fe_re_nt pressurelthat the customer could
TPR 28x125 125 292 167 0,046 0,38 choose when orderlpg between the minimum charging pressure (2SBar) and
the maximum charging pressure (175Bar). If not otherwise specified, the gas
spring will be supplied in the yellow code version.
How to order R
TPR28 x 38 RD
Model Stroke Color code
%
(" Force/stroke ratio Initial force/charging pressure ratio A
250
TZOO B
150 -
s
E—mo—
£ 50
gl Maximum recommended 90% stroke 0 | | | | | |
o' 15 25 38 5 63 8 100 125 25 50 75 100 125 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" ~ Assembly possibilities - N
g FR 28 FR 28 W

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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17 TECAPRES® [ TPR 38
250daN
(3 N
AVAILABLE ® Pressure medium Gas Nitrégeno (N,)
WHILE :
Max. charging pressure 150 Bar
STOCKS 15 —
LAST - V6 Min. charging pressure 50 Bar
Ve Rod seal area 1,77 cm?
A Operating temperature 0°C - 80°C
E Force increase by temperature 0,33 %/°C
| y Max. stem speed 1,2 ml/s
"—‘— | Maintenance kit Kit R38
~| e PED
] 01468V
(4]
- VDI SAFETY
3 283
T 8
’ Maximum strokes / minute_(at 20°C)
1 90 .
e} 80 L
,‘ ‘ 70 B
{ ‘ =60 60
Gas charging M6 & 50 A8
TPFV3 adapter £ 40 | 20 34
M38x1.5 ‘ M6-C adapter E 30 29 i
S
10 S L — —
12 25 38 50 63 80 100
Stroke (mm) ——>»
L
Code Smax La Lc Fa W% F 100%  Fe P v ﬁ K
mm mm mm daN daN @ daN Bar | g
TPR 38x12 12 75,4 63,4 300 305 0,012 | 0,35
TPR 38x25 25 100 75 315 325 0,020 | 0,40
TPR 38x38 38 126 88 0 320 330 0,028 | 0,46
TPR 38x50 50 150 100 2;52(’0:53)”’ 323 335 (;gfc) 0,036 | 0,54
TPR 38x63 63 177 114 325 335 0,045 | 0,61
TPR 38x80 80 210 130 325 340 0,055 | 0,72
TPR 38x100 100 250 150 330 340 0,068 | 0,80
( Force/stroke ratio Initial force/charging pressure ratio
350 325
325 | I T 275
— 225
= —
8 3004 T 175
§ 8 125 |
£ 275 | 5
Y 75
250 ) Maximum recommended 90% stroke )
2" T 25 " Tss 50 68 | 80 100 ° 50 75 160 125 150
\_ Stroke (mm) —— 3 Pressure (Bar) — 3
(" Assembly possibilities N
7 7
FR 38 FR 38 FRS 38 J

Manufactured by TEcNicas ApLICADAS DE PRESION, S.L.
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1. TECAPRES® s TPR 38.1
250daN .
e ™
AVAILABLE ® Pressure medium Gas Nitrégeno (N,)
WHEN THE Max. charging pressure 100 Bar
yA—p 220 Gas charging M6 Min. charging pressure 35 Bar
IS OUT OF — ™| TPFV3valve :
STOCK / M6-A adapter Rod seal area 3,14 cm?
[ Operating temperature 0°C - 80°C
§ Force increase by temperature 0,33 %/°C
“U) Max. stem speed 1,6 m/s
Y
7“* \ Maintenance kit Kit R38.1
PED
— ) 2014/68/UE
N
o
T VDI
" /8\ SAFETY . "é
B S ;
; NS F
—
Maximum strokes / minute (at 20°C)
90
%0 | o8
70
Al =60 | 60
| | R 850 48
i £ 40 -
M38x1.5 g 30 4 29 o TPR
& 20
10 TPA
12 25 38 50 63 80 100 PG
q Stroke (mm) ——>»
- . TPSR
Code Smax La Lc Fa | X F 0% Fe P |V K
mm mm mm daN daN @ daN Bar | g TPSRS
TPR 38x13.1 13 56 43 370 390 0,012 | 0,28
TPR 38x16.1 16 62 46 355 375 0,015 | 0,30 TPNS
TPR 38x19.1 19 68 49 355 375 0,018 | 0,32
TPR 38x25.1 25 80 55 250 +5% 355 370 80 0,024 | 0,33 STOP
TPR 38x32.1 32 94 62 (20°C) 355 370 (20°C) 0,031 | 0,35 CYLINDER
TPR 38x38.1 38 106 68 355 370 0,037 | 0,39 HOT
TPR 38x50.1 50 130 80 355 370 0,049 | 0,43 FORMING
TPR 38x63.1 63 156 93 355 370 0,062 | 0,48
TPR 38x80.1 80 190 110 355 370 0,078 | 0,55 TPHT
TPSL
(" Force/stroke ratio Initial force/charging pressure ratio A
400 400
T 375 T 350
300 e
350 —
= 250 —
S5 % 200 —
) ‘g 150 e
&= S 100 >
275
| 4 Maximum recommended 90% stroke 50
2500 131619 25 32 38 50 63 80 ° 35 50 75 80 100
_ Stroke (mm) —— 3 Pressure (Bar) 4)/
a Assembly possibilities N
7 Z
_ FR 38 FR 38 FRS 38 J

Manufactured by TEcNicas ApLICADAS DE PRESION, S.L. -
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1. TECAPRES® % TPR 45
740daN
® Pressure medium Gas Nitrégeno (N,)
Max. charging pressure 150 Bar
Gas charging M6 @25 Min. charging pressure 35 Bar
TPFV3 adapter —| 2
M6.A adapter \ Rod seal area 4,91 cm
Operating temperature 0°C - 80°C
% Force increase by temperature 0,33 %I/°C
£
2 Max. stem speed 1,6 m/s
Maintenance kit Kit R45
<+
1T PED
— 8 2014/68/UE
F
© VDI SAFETY -
— 0
5
: ¥ N
['4
Maximum strokes / minute (at 20°C)
-— 100 o
© 90 A S
r 80 U
= 70 70
| M45x1.5 & 60 56
€ 50 47
8 40 40 -
E 30 4 28
12,7 19 25 38 50 63 80 100
q ) Stroke (mm) ——>»
Code Smax La Lc Fa WhoF 100%  Fe P |V K
mm mm mm daN daN @ daN Bar | g
TPR 45x13 12,7 57,4 447 1145 1220 0,016 | 0,40
TPR 45x19 19 70 51 1160 1240 0,023 | 0,47
TPR 45x25 25 82 57 1165 1250 0,030 | 0,50
TPR 45x38 38 108 70 740 £5% 1175 1255 150 0,045 | 0,61
TPR 45x50 50 132 82 (20°C) 1175 1260 (20°C) 0,059 | 0,69
TPR 45x63 63 159 96 1180 1265 0,074 | 0,80
TPR 45x80 80 192 112 1180 1265 0,094 | 0,91
TPR 45x100 100 232 132 1180 1265 0,117 | 1,10
(" Force/stroke ratio Initial force/charging pressure ratio A
1300 800
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a Assembly possibilities N
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M50x1,5
1000daN

TPR 50

® Pressure medium Gas Nitrégeno (N,)
Max. charging pressure 150 Bar
Min. charging pressure 35 Bar
Gas chargng M6 230 Rod seal area 7,07 cm
M6-A adapter N Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
:DE“ Max. stem speed 1,2mls
Maintenance kit Kit R50
PED
& 2014/68/UE
<
®© VDI SAFETY
3 S’r
3 K
Maximum strokes / minute (at 20°C)
100 %
90 - 9
80 | 80
= 70 70
| M50x1.5 5 o0 | s
€ 50 47
g 40 1 40 p
& 30 4 28
12,7 19 25 38 50 63 80 100
Stroke (mm) ——>»
J
Code Smax La Lc Fa | %% F 100%  Fe v K
mm mm mm daN daN @ daN Bar | g
TPR 50x13 12,7 63,4 50,7 1615 1735 0,021 | 0,59
TPR 50x19 19 76 57 1640 1765 0,031 | 0,63
TPR 50x25 25 88 63 1650 1780 0,041 | 0,69
TPR 50x38 38 114 76 1000 5% 1665 1795 142 0,061 | 0,80
TPR 50x50 50 138 88 (20°C) 1670 1800 (20°C) 0,080 | 0,90
TPR 50x63 63 165 102 1675 1805 0,100 | 1,10
TPR 50x80 80 198 118 1675 1810 0,127 | 1,15
TPR 50x100 100 238 138 1680 1815 0,158 | 1,40
Force/stroke ratio Initial force/charging pressure ratio A
2000 T 1200
1100
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12719 25 38 50 63 80 " 100 100 T35 50 75 100 125 142 150

Stroke (mm) —— 3

Pressure (Bar) — 3 y,

FR 50

Assembly possibilities
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