%> TECAPRES®
5o

TITAN

TPH

TPS

TPSP
CNOMO i
TPK

TPC

“nl TPCT
POWER o8

VDI gas springs PR

fF TPA
Code @Body Strokes Fa VDI TPG
mm mm daN I STANDARD
ACTIVE SAFETY TPSR
MICRO 15 15 7-80 90 Vv v v
MICRO 19V1 19 7-125 170 Vv v v v TPSRS
MICRO 25 25 12-100 275 v v v
MICRO 25H 25 7-125 275 v v v
MICRO 25R 25 12-80 275 v v v LI
MICRO 32 32 7-80 450 Vv v v STOP
MICRO 32V 32 10-125 350 v v v CYLINDER
MICRO 32VS 32 10 - 125 350 Vv v v v v
MICRO 32H 32 10 - 100 450 v v v HOT
MICRO 32C 32 10 - 125 350 v v v v FORMING
MICRO 32R 32 12 -100 450 v v v
MICRO 38 38 12 - 80 660 v v v TPHT
MICRO 38V 38 10- 125 470 v v v
MICRO 38VS 38 10- 125 470 v v i v TPSL
MICRO 38H 38 10 - 125 660 v v v
MICRO 38C 38 10- 125 470 v v v v
MICRO 38R 38 12 - 80 660 v v v
MICRO 45 45 13-125 740 Vv Vv v
MICRO 45V 45 10- 125 740 v v v v
MICRO 45C 45 10- 125 740 Vv v v v
MICRO 45CF 45 10-125 740 v v v v
MICRO 50.1 50 13- 100 920 Vv v v
MICRO 50V 50 13-125 1100 v Vv v
MICRO 50VS 50 13-125 920 v v v v
MICRO 50CS 50 13-125 920 v v v v
MICRO 50C.1 50 13-125 1100 v v v v
MICRO 50CF 50 13-125 920 v v v v
MICRO 63 63 25 - 100 1900 v v v
MICRO 63V 63 13-125 1500 v v v v
MICRO 63CF 63 13-125 1500 v v v v
MICRO 63C 63 13-125 1500 v v v v
MICRO 75 75 16 - 125 2400 Vv v v v
MICRO 75CS 75 16 - 125 2400 v v v v
MICRO 75CF 75 16 - 125 2400 Vv v v v
MICRO 95 95 16-125 4200 Vv v v v
MICRO 120.1 120 25 - 100 7500 Vv v v v
MICRO 120V 120 16 - 125 6600 v v v v
MICRO 150 150 16 - 125 9500 v v v v
MICRO 150H 150 19-125 11800 v v v v
MICRO 195 195 16 - 125 20000 v i v
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@15mm
90daN

7> TECAPRES®

MICRO 15

® Pressure medium

Gas Nitrégeno (N,)

Max. charging pressure 175 Bar
Min. charging pressure 50 Bar
Rod seal area 0,50 cm?
§ Operating temperature 0°C - 80°C
%)
Force increase by temperature 0,33 %/°C
Max. stem speed 0,8 m/s
3l g Maintenance kit Kit M15
(=}
+l
o PED
\m - T0TRAE
g 32
5 VDI SAFETY _'9
8 ©
A 182 i
o
Maximum strokes / minute (at 20°C)

Force/stroke ratio

90
Teo 78
71
70 66
£ 60 Cer
Gas charging M6(5mm) — = 50 30
TPFV2 valve™ P £ 40
M6-C adapter o~ £ 40 33 28
*Stroke 63, 75, 80 -TPFV3 valve g & 30 ‘ ‘ ‘ ‘ ‘ 25 53
20 710 1519 25 38 50 63 75 80
9 ) 13 Stroke (Mm) ——>»
Smax | La Lc v
Code ﬁ Kg Color code
mm mm mm |
MICRO 15x7 7 56 49 0,001 0,07
MICRO 15x10 10 62 52 0,002 0,07
MICRO 15x13 13 68 55 0,002 0,08
MICRO 15x15 15 72 57 0,002 0,08 YW (Yellow)
MICRO 15x19 19 80 61 0,003 0,09 (Other forces)
MICRO 15x25 2 92 67 0,003 0,09 The black color code denotes a different pressure from that which the customer
MICRO 15x38 38 118 80 0,005 0,10 X . )
could choose when ordering between the minimum charging pressure (50Bar)
MIGROFoXo) ol 2 2 A0S ik and the maximum charging pressure (175Bar). If not otherwise specified, the
MICRO 15x63 63 172 109 0,008 0.12 as spring will be su Ii?ed%npthe ellow code vérsion P ’
MICRO 15x75 75 195 | 120 | 0,009 | o014 | 97S°PN9 PP y '
MICRO 15x80 80 205 125 0,010 0,15 How to order N
MICRO15 x 50 YW
Model Stroke Color code
)
e N

Initial force/charging pressure ratio

1,80 120
Tuo // Tmo |
160 / /
— 150 Y4 / / 80 -
=z e
3140 0
8130 E,’ 40
£ 120 5
1 ’(1)3 & Maximum recommended 90% stroke | 0 | | | | | |
' 710131519 25 38 0 63 75 80 50 7% 100 125 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 )
a Assembly possibilities N
05
L 21570 | FS 151 P,
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a1

Smax

Lg 025

Lc

Color code /

7> TECAPRES®

@19mm
170daN

MICRO 19V1

® Pressure medium Gas Nitrogeno (N,)

Max. charging pressure 175 Bar
Min. charging pressure 25 Bar
Rod seal area 0,95 cm?
Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 1,6 m/s
Maintenance kit Kit M19V1
214/68/UE VDI 3003 150 Ho01
VDI SAFETY _'9

A\

RE-11-19

23S N

© Maximum strokes / minute (at 20°C)
T 10 =00
100 | a9
T % - gy
80 | 82
E 70 |
Z 60
g 50
Gas charging M6(4,5mm) @ 40 -
TPFV3 valve S 30
M6-C adapter & 20
" Ti0ls16 25 3238 50 63 7580 " 100 125
q P, 13 Stroke (mm) ——>»
Smax | La Lc v
Code ﬁ Kg Color code
mm mm mm |
MICRO 19V1x7 7 44 37 0,002 | 0,07
MICRO 19V1x10 10 50 40 0,002 | 0,07
MICRO 19V1x13 13 56 43 0,003 | 0,08
MICRO 19V1x15 15 60 45 0,004 | 0,08 YW (Yellow) 170 (£10)
MICRO 19V1x19 19 68 49 0,005 | 0,09 (Other forces)
MICROH Y125 2 g 55 005H MU0 The black color code denotes a different pressure from that which the customer
MICRO 19V1x32 32 94 62 0,007 | 0,10 ) o )
could choose when ordering between the minimum charging pressure (25Bar)
MICRO 19V1x38 38 106 68 0,008 | 0,11 . . . b
and the maximum charging pressure (175Bar). If not otherwise specified, the
MICRO 19V4x50 50 130 80 0,011 | 0,12 gas spring will be supplied in the yellow code version.
MICRO 19V1x63 63 156 93 0,014 | 0,13
MICRO 19V1x75 75 185 110 | 0,017 | 0,13 How to order N
MICRO 19V1x80 80 195 115 | 0,018 | 0,14
MICRO 19V1x100 100 235 135 | 0,022 | 0,15 MICRO 19Vl x 75 GR
MICRO 19V1x125 125 285 160 | 0,027 | 0,16
Model Stroke Color code
/
4 Force/stroke ratio Initial force/charging pressure ratio h
1,90 200
1,80 175
1,70 150
e 125 |
i
g 1 g 751
Y12 S 501
1410 ) . 25 1
100 | | & Maximum recommended 90% stroke 0 | ‘ ‘ | | | |
' 7101519 25 32 38 50 63 75 80 100 125 25 50 75 100 125 150 175
N Stroke (mm) —— 3 Pressure (Bar) — 3 Y,
(" Assembly possibilities N
1995 4
\_ —_ FS19-FS19/3 FS 19/1 FS 192 Y,
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17> TECAPRES® P MICRO 25
275daN
¢ N . .
l ® Pressure medium Gas Nitrégeno (N,)
l Max. charging pressure 175 Bar
MICR
14 Min. charging pressure 50 Bar
Gas charging M6
TPFVA valve Rod seal area 1,54 cm?
M6-A adapter
Operating temperature 0°C - 80°C
o Force increase by temperature 0,33 %/°C
©
uE) Max. stem speed 1,2 m/s
Maintenance kit Kit M25
1 PED
- 2014/68/UE
\ g VDI SAFETY
© ﬁ
| <+
@ <
7, 282 0
5 —
Q
© Maximum strokes / minute (at 20°C)
100 55
L
90 - T
80
= 70 70
S 56
@25.2‘*01 L:, 60
€ 50 4 47
E 40
2 40
& 3 2 A
1216 25 38 50 63 80 100
Strok
\_ ) roke (mm) —— 3
Smax | La Lc v
Code ﬁ Kg Color code
mm mm mm |
MICRO 25x12 11,5 49 37 0,005 0,08
MICRO 25x16 15,5 57 41 0,007 0,09
MICRO 25x25 24,5 75 50 0,010 0,11
MICRO 25x38 37,5 101 63 0,016 0,13 YW (Yellow) 275 (£20)
MICRO 25x50 49,5 125 75 0,021 0,15 (Other forces) - =~ 120 - 430
MICRO 25x63 62,5 151 88 0,026 018 The black color code denotes a different pressure from that which the customer
MICRO 25x80 79,5 185 105 0,033 0,20 X . )
could choose when ordering between the minimum charging pressure (50Bar)
MICRO 25x100 99,5 225 125 0,041 0,25 ; . ; o
and the maximum charging pressure (175Bar). If not otherwise specified, the
gas spring will be supplied in the yellow code version.
How to order R
MICRO25 x 38 RD
Model Stroke Color code
J
4 Force/stroke ratio Initial force/charging pressure ratio A
1,70 300
1,60 250 |
50 200 -|
= 140 =
= 130 T %0
ug_ 120 g 100 -
110 € 50
100 & Maximum recommended 90% stroke 0
"o 1216 25 38 50 63 80 100 ‘ 50 75 100 125 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 )
(" Assembly possibilities B N
g £
3 2
IS I
[22)
g 8
9252705 _ | FS 25/1 FS 25/1
N /

Manufactured by TEcnicas ApLICADAS DE PRESION, s.L. - www.tecapres.com
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7> TECAPRES®

MICRO 25H

® Pressure medium

Gas Nitrégeno (N,)

14
e ﬁ%ﬁiq‘zfa '\?eg Mé Max. charging pressure 175 Bar
- r
/| acape Min. charging pressure 50 Bar
- Rod seal area 1,54 cm?
@©
uE> Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
g | Max. stem speed 1,2mls
-— — 0
S — S Maintenance kit Kit MH25.1
7 \TL 3 PED
B8 2014/68/UE
ri S S
3 VDI SAFETY _(;
Va <
"\ 238 K
il Maximum strokes / minute (at 20°C)
120
110 +
100
- 90
{ E 80 4
S £ 70
N ‘= 60 A
& % )
M6(5mm) S 4
D30
2 711216 25 32 38 | 50 63 7580 100 T2
10 1519 Stroke (Mm) —— 3
J
Smax | La Lc v
Code ﬁ Kg Color code
mm mm mm |
MICRO 25Hx7 6,5 44 37 0,003 0,08
MICRO 25Hx10 9,5 50 40 0,004 0,10
MICRO 25Hx12 11,5 54 42 0,005 0,10
MICRO 25Hx15 14,5 60 45 0,006 0,11 YW (Yellow) 275 (£20)
MICRO 25Hx16 15,5 62 46 0,007 0,11 (Other forces) =~ 120 - 425
MICRO 25Hix19 18,5 68 49 0,008 012 The black color code denotes a different pressure from that which the customer
MICRO 25Hx25 24,5 80 55 0,010 0,13 X " )
could choose when ordering between the minimum charging pressure (50Bar)
HICHEIES I i il 0 OIS O and the maximum charging pressure (175Bar). If not otherwise specified, the
MICRO 25Hx38 37,5 106 68 0,016 0.15 as spring will be su Ii%d%npthe ellow code vérsion P ’
MICRO 25Hx50 495 | 130 80 | 0021 | 017 | 92859 PP y '
MICRO 25Hx63 62,5 156 93 0,026 0,20 How to order N
MICRO 25Hx75 74,5 185 110 0,033 0,21
MICRO 25Hx80 79,5 190 110 0,033 0,22 MICRO 25H x 50 RD
MICRO 25Hx80B 79,5 195 115 0,035 0,23
MICRO 25Hx100 99,5 235 135 0,041 0,27 Model Stroke Color code
MICRO 25Hx125 124,5 285 160 0,052 0,30 J
Force/stroke ratio Initial force/charging pressure ratio A
1,70 350
1,60 | 300 -
1,50 250
= 140 — 200 -|
S z
o 1,30 o 150 4
§ 1,20 g 100 1
1,10 =50
100 &9 Maximum recommended 90% stroke 0 ! ! ! ! ! |
' 7101519 25 3238 50 63 7580 100 125 50 75 100 125 150 175
1216 Stroke (mm) —— 3 Pressure (Bar) 4>)
Assembly possibilities N
€
+1.0
+0.5
e — FS 25/1 FS 25/1 P,
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7> TECAPRES®

@25mm
275daN

MICRO 25R

(]
l ® Pressure medium Gas Nitrégeno (N,)
14 Max. charging pressure 175 Bar
MICRO Gas charging M6 - -
TPFV1 valve Min. charging pressure 50 Bar
Me-A adapter Rod seal area 1,54 cm?
x Operating temperature 0°C - 80°C
(/EJ Force increase by temperature 0,33 %/°C
Max. stem speed 1,2 m/s
| Maintenance kit Kit MR25.1
‘el
g PED
\ S 146U
% 9 VDI SAFETY _'Z
5 /® 3
S ! g
Maximum strokes / minute (at 20°C)
S
85
L 80 1 -
4
£ 50 | S
M8 2 10 40
— —~—— Qo b 33
925.2%01 5 %
A R ) 5 63 80
q ) Stroke (mm) ——3»
Smax | La Lc v
Code ﬁ Kg Color code
mm mm mm |
MICRO 25Rx12 11,5 49 37 0,005 0,08
MICRO 25Rx16 15,5 57 41 0,007 0,09
MICRO 25Rx25 24,5 75 50 0,010 0,11
MICRO 25Rx38 3 101 63 0,016 0,13 YW (Yellow) 275 (£20)
MICRO 25Rx50 49,5 125 75 0,021 0,15 (Other forces) =~ 120 - 430
HIGROIASRXGS 62,5 151 88 0,026 018 The black color code denotes a different pressure from that which the customer
MICRO 25Rx80 79,5 185 105 0,033 0,20 X " )
could choose when ordering between the minimum charging pressure (50Bar)
and the maximum charging pressure (175Bar). If not otherwise specified, the
gas spring will be supplied in the yellow code version.
How to order R
MICRO 25R x 80 BL
Model Stroke Color code
J
4 Force/stroke ratio Initial force/charging pressure ratio A
7 350
1.6 3 300 1
1,54 250
= 14 — 200 A
© =
= 13 S 150 |
,_% 1,2 g 100 1
111 : =50y
&9 Maximum recommended 90% stroke 0 ! | ! ! ! |
1b " 421 25 ' 38 ' s5 83 | 80 50 75 100 125 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 )
(" Assembly possibilities N
g
S
S
[22)
E +1.0
&K @252 +05 )

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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7> TECAPRES®

@32mm
450daN

MICRO 32

-~ ) o
® Pressure medium Gas Nitrégeno (N,)
Max. charging pressure 175 Bar
@18 Gas charging M6
TPFV3 valve Min. charging pressure 25 Bar
}— M6-A adapter
/ Rod seal area 2,54 cm?
Operating temperature 0°C - 80°C
§ Force increase by temperature 0,33 %/°C
@ Max. stem speed 1,2 m/s
Maintenance kit Kit M32
S PED
~ -~ © 2014/68/UE
D N
F VDI SAFETY -
r1 J \ s = &
o {ff§ 2
- [}[;}IIIII 1
5 |
S
Maximum strokes / minute (at 20°C)
120
r1i
\‘ 100
o E 80 -
é 60 -
@320 E
| S 40
(2]
710/ 16| 25 32 38 50 63 80
19 Stroke (mm) ——>»
)
Smax | La Lc v
Code ﬁ Kg Color code
mm mm mm |
MICRO 32x7 7 44 37 0,005 0,16
MICRO 32x10 10 50 40 0,007 0,17
MICRO 32x12 12 54 42 0,008 0,18
MICRO 32x16 16 62 46 0,011 0,19 YW (Yellow) 450 (+20)
MICRO 32x19 19 68 49 0,013 0,20 (Other forces) =100 - 725
MICRO 32x25 2 80 5 0017 022 The black color code denotes a different pressure from that which the customer
MICRO 32x32 32 94 62 0,021 0,24 X " )
could choose when ordering between the minimum charging pressure (25Bar)
MIGRO} 3205 e i ol s 0t and the maximum charging pressure (175Bar). If not otherwise specified, the
MICRO 32x50 50 130 80 0,033 0,30 gas spring will be suppli%d%npthe yellow code vérsion P ’
MICRO 32x63 63 156 93 0,041 0,36 '
MICRO 32x80 80 190 110 0,052 0,41 How to order N
MICRO32 x 19 RD
Model Stroke Color code
/
Force/stroke ratio Initial force/charging pressure ratio A
1,70 500
p
TLGO 7’ //// TAOO
1,50
% 1,40 = 300 |
= 130 ] 8 ]
g LT F
2 120 gt S 100
1,10 Z—== .
100 : = 11 1 ‘al\‘/la)am‘um re‘,\com{nend‘ed QQ% st@ke 0 | | | I / | |
"0 7 l121619 25 32 38 50 63 80 3 50 % 100 125 150 175
10 Stroke (mm) —— 3 Pressure (Bar) — 3 )
Assembly possibilities N
FS32-FS32/1-FSC 32 FS32-FS32/1-FSC 32 FI 32 - F13211

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com

MICRO

TITAN

TPH

TPS

TPSP

TPF

TPK

TPC

TPCT

TPB

TPR

TPA
TPG

TPSR

TPSRS

TPNS

STOP
CYLINDER
HOT
FORMING

TPHT

TPSL




i @

MICRO

TPGAS 07 01-2018

7> TECAPRES®

@32mm
350daN

MICRO 32V

1,50
1,40
1,30

Force (daN) ——»

1,20

1,10

wMaXImum recommended 90% stroke

-~
@16 ® Pressure medium Gas Nitrégeno (N,)
/?Sgs?ﬁvg M6 Max. charging pressure 175 Bar
We-A adapter Min. charging pressure 25 Bar
x Rod seal area 2,01 cm?
£
w Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
& Max. stem speed 1,6 m/s
Color code le Maintenance kit Kit MV32
PED
2014/68/UE
<t
™ VDI SAFETY _'i‘
el
L IS F
<
Maximum strokes / minute (at 20°)
110
T 100 -
- 90 -
F 80
o £ 10
8 2 60
€ 50
240 A
S 304
(2] 20 -
10 +— —l ——
10 16\ 25 3238 50 63 7580 100 125
Y P, 131 Stroke (mm) —— 3
Smax | La Lc v
Code mm mm mm | ﬁ Kg Color code
MICRO 32Vx10 10 50 40 0,006 0,16
MICRO 32Vx13 13 56 43 0,008 0,17
MICRO 32Vx16 16 62 46 0,010 0,18
MICRO 32Vx19 19 68 49 0,012 0,19 YW (Yellow) 350 (£20)
MICRO 32Vx25 25 80 55 0,015 0,20 (Other forces)
m:ggg ggz;gg gg 19(;16 gg 8(2;2 ggi The black color code denotes a different pressure from that which the customer
MICRO 32Vx50 50 130 80 0’031 0‘28 could choose when ordering between the minimum charging pressure (25Bar)
MICRO 32Vx63 63 156 93 0!038 0‘33 and the maximum charging pressure (175Bar). If not otherwise specified, the
MICRO 32Vx75 75 180 105 01046 0Y36 gas spring will be supplied in the yellow code version.
MICRO 32Vx80 80 190 110 0,049 0,38 How to order N
MICRO 32Vx100 100 230 130 0,061 0,44
MICRO 32Vx125 125 280 155 0,076 0,51 MICRO 32V x 19 YW
Model Stroke Color code
)
4 Force/stroke ratio Initial force/charging pressure ratio D
1,60 400

Force (daN) ——»

100 6] 25 3238 50 63 7580 100 125 % 50 75 100 125 150 175
_ 13 19 Stroke (mm) —— 3 Pressure (Bar) 4)/
(" Assembly possibilities N
/,f
\_ FS32-FS32/1-FSC 32 FP 32 FPR 32 FI32 - Fl32/1 )

Manufactured by TEcNicas ApLICADAS DE PRESION, S.L.
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7> TECAPRES®

@32mm
350daN

MICRO 32VS

® Pressure medium

Gas Nitrégeno (N,)

@16 .
I Max. charging pressure 175 Bar
M6
- Min. charging pressure 25 Bar
-E . Rod seal area 2,01 cm?
5 Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
2 - Max. stem speed 1,6 m/s
/ \ - % Maintenance kit Kit MVS32
©
Color code r1 — PED f?b
3 14/68/UE VDI 3003 IS0 Tt
< VDI SAFETY — f\‘
@ @
ml 0y i
Gas charging M6 —=— I W
TPFV4 valve - T
M6-C adapter
@07 < Maximum strokes / minute (at 20°C)
110
100 -
_ 90
_ 80
S £ 70
& ™ Z 601
o =
Q € 50+
L @ 40
S 304
w 20 N
2xM6(6mm) 0w--—-t
1013161\9 25 3238 50 63 7580St ) 100 125
[ mm
_ / oke {mm) ——>
Smax | La Lc v
Code ﬁ Kg Color code
mm mm mm |
MICRO 32VSx10 10 50 40 0,007 0,16
MICRO 32VSx13 13 56 43 0,008 0,17
MICRO 32VSx16 16 62 46 0,010 0,18
MICRO 32VSx19 19 68 49 0,012 0,19 YW (Yellow) 350 (£20)
MICRO 32VSx25 25 80 55 0,016 0,20 (Other forces)
MICRO 32VSx32 32 %4 62 0,020 022 The black color code denotes a different pressure that the customer could
MICRO 32VSx38 38 106 68 0,024 0,24 : S .
choose when ordering between the minimum charging pressure (25Bar) and
NGRSl ol o ol G Ut the maximum charging pressure (175Bar). If not otherwise specified, the gas
MICRO 32VSx63 63 156 93 0,039 0,33 spring will be su I?edginpthe ellow code vérsion g e
MICRO 32VSx75 | 75 180 | 105 | 0,046 | 036 | "9 PP y ‘
MICRO 32VSx80 80 190 110 0,049 0,38 How to order N
MICRO 32VSx100 100 230 130 0,061 0,44
MICRO 32VSx125 125 280 155 0,076 0,51 MICRO 32VS x 75 YW
Model Stroke Color code
J
4 Force/stroke ratio Initial force/charging pressure ratio A
1,60 400
1,50 \ 350 -
300
= 140 / 250 |
g 1,30 / :Z; 200
8 ’ = 150
S " / & 100 |
4 s
110 2 50
100 7= &9 Maximum recommended 90% stroke 0 - - - - - - -
"0 10l16l 25 3238 50 63 7580 100 125 2 50 75 100 125 150 175
\_ 1319 Stroke (mm) —— 3 Pressure (Bar) —> )
(" Assembly possibilities N
\_ FS 32 - FS32/1-FSC 32 FP 32 - FPR 32 F132 - FI 3211 )
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7> TECAPRES®

@32mm
450daN

MICRO 32H

® Pressure medium Gas Nitrégeno (N,)

-~
VDI @18 Gas charging M6
POWER TPFV3 valve Max. charging pressure 175 Bar
M6-A adapter
MICRO Min. charging pressure 25 Bar
g Rod seal area 2,54 cm?
@©
(,E) Operating temperature 0°C - 80°C
~ | Force increase by temperature 0,33 %/°C
g 9 Max. stem speed 1,2 m/s
77] \ K Maintenance kit Kit MH32
r = PED
g 9 2014/56/VE
< 2 VDI SAFETY -
. (&} N
o i
= 232 K
- Maximum strokes / minute (at 20°)
120
T 100 |
2xM6(5.5mm) _
< E 8
~ =z
8 £ 60 |
é 40
(2]
20 20 1?2 '1619‘ 25 3238 50 63 St‘ kis( éo) ‘ 100
roke (mm 4)
_ /
Smax | La Lc v
Code ﬁ Kg Color code
mm mm mm |
MICRO 32Hx10 10 50 40 0,007 0,16
MICRO 32Hx12 12 54 42 0,008 0,17
MICRO 32Hx16 16 62 46 0,011 0,18
MICRO 32Hx19 19 68 49 0,013 0,19 YW (Yellow) 450 (£20)
MICRO 32Hx25 25 80 55 0,017 0,20 (Other forces) =100 - 725
MICRO 32Hix32 32 %4 62 0,021 022 The black color code denotes a different pressure from that which the customer
MICRO 32Hx38 38 106 68 0,025 0,24 X " )
could choose when ordering between the minimum charging pressure (25Bar)
MIGRO} Ko ol o ol i Ut and the maximum charging pressure (175Bar). If not otherwise specified, the
MICRO 32Hx63 63 156 93 0,041 0,33 gas spring will be suppli%d%npthe yellow code vérsion P ,
MICRO 32Hx75 75 180 105 0,049 0,36 )
MICRO 32Hx80 80 190 110 0,052 0,38 How to order N
MICRO 32Hx100 100 230 130 0,065 0,44 MICRO32H x 50 RD
Model Stroke Color code
J
4 Force/stroke ratio Initial force/charging pressure ratio A
1,70 500
T 1.60 ' 400
1,50
= 140 = 300
g’ 1,30 S 200
S 120 8
S 100
1,10
1.00 Maximum recommended 90% stroke 0 | | | | | | |
"0 1016 25 32'38 50 63 7580 100 2 50 75 100 125 150 175
\_ 1219 Stroke (mm) — 3 Pressure (Bar) —> )
(" Assembly possibilities N
2 =
2 /,f
S
g
&k FS32-FS32/1-FSC 32 FP 32 FPR32 FI 32 - FI 32/1 Yy,

Manufactured by TEcnicas ApLICADAS DE PRESION, s.L. - www.tecapres.com
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{I} TECAP RES® @32mm - G1/8 connectable MICRO 32C
350daN
r A o p di Gas Nitro N
ressure medium as Nitrogeno
Gas charging M6 216 irog ( 2)
TPFV1 valve Max. charging pressure 175 Bar
M6-A adapter \ gngp
N Min. charging pressure 25 Bar
% Rod seal area 2,01 cm?
£
» Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
w0
N Max. stem speed 1,6 m/s
1 9 Maintenance kit Kit MC32
S PED
o — 2014/68/UE
-
VDI SAFETY ﬁ{i
; o1 2 HN:
Linked port G1/8 ——=— e
Maximum strokes / minute (at 20°C)
@271 —= 120
~ 114 «\ .
2xM6(16mm) 100 -
| e E 80 1
& b é 60 |
I3e] =
[\ g
r g 40 |
(2]
20 NE e — I — -
10l1e \9 %5323 50 63 7580 (m:T%o 125
- J ?
Code Smax La Lc Fa WhoF 0% ¢ P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 32Cx10 10 60 50 500 525 0,006 | 0,20
MICRO 32Cx13 13 66 53 500 525 0,008 | 0,22
MICRO 32Cx16 16 72 56 500 525 0,010 | 0,24
MICRO 32Cx19 19 78 59 500 525 0,012 | 0,25
MICRO 32Cx25 25 90 65 500 525 0,015 | 0,27
MICRO 32Cx32 32 104 72 0 500 525 0,019 | 0,30
MICRO 32Cx38 38 116 78 3?2035’)‘ 500 525 (210705@ 0,024 | 034
MICRO 32Cx50 50 140 90 500 525 0,031 | 0,37
MICRO 32Cx63 63 166 103 500 525 0,038 | 0,40
MICRO 32Cx75 75 190 115 500 525 0,046 | 0,46
MICRO 32Cx80 80 200 120 500 525 0,049 | 0,47
MICRO 32Cx100 100 240 140 500 525 0,061 | 0,51
MICRO 32Cx125 125 290 165 500 525 0,076 | 0,55
(" Force/stroke ratio Initial force/charging pressure ratio A
550 400
525 PPOS S S » > > > > 350
T500 ///////// Taoo
= 475 == -
S 450 Z 200
= S
£ 400 éé;/ 5 1
375 ] 501
350 | &9 Maximum recommended 90% stroke 0 - - - - - - -
0 1olt6| 25 3238 50 63 7580 _ 100 125 2 50 75 100 125 150 175
_ 13 19 Stroke (mm) —— 3 Pressure (Bar) 4)/
(" Assembly possibilities N
9 o2 FS32-FS321-FSC32  FP32-FPR32 FI 32 FI32/1 )
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@32mm
450daN

7> TECAPRES®

MICRO 32R

® Pressure medium

Gas Nitrégeno (N,)

Gas charging M6 718 Max. charging pressure 175 Bar
;\r,l%'_:xgé’aaé‘{gr \\ Min. charging pressure 25 Bar
Rod seal area 2,54 cm?
% Operating temperature 0°C - 80°C
£
(2] Force increase by temperature 0,33 %/°C
Max. stem speed 1,2 m/s
Maintenance kit Kit MR32
\ < PED
3 2014/68/UE
9 VDI SAFETY -
5 %
=] 2
) @@ i
Maximum strokes / minute (at 20°C)
100 o5
L
o T % 1 85
~ 80 A
= 7] 70
Z 60
= 56
€ 50 - 47
@B 40
L 40
33
S 0 | e
1216 25 38 50 63 80 100
Strok
\_ ) roke (mm) —— 3
Smax | La Lc v
Code ﬁ Kg Color code
mm mm mm |
MICRO 32Rx12 12 54 42 0,008 0,09
MICRO 32Rx16 16 62 46 0,011 0,10
MICRO 32Rx25 25 80 55 0,017 0,12
MICRO 32Rx38 38 106 68 0,025 0,14 YW (Yellow) 450 (+20)
MICRO 32Rx50 50 130 80 0,033 0,16 (Other forces) =100 - 725
MICRO 32Rx63 63 156 9 0,041 019 The black color code denotes a different pressure from that which the customer
MICRO 32Rx80 80 190 110 0,052 0,21 X " )
could choose when ordering between the minimum charging pressure (25Bar)
MICRO 32Rx100 100 230 130 0,065 0,25 ; . ; o
and the maximum charging pressure (175Bar). If not otherwise specified, the
gas spring will be supplied in the yellow code version.
How to order R
MICRO32R x 63 RD
Model Stroke Color code
)
4 Force/stroke ratio Initial force/charging pressure ratio D
1,70 500
1,60
T 1,50 T 07
% 1,40 = 300 4
5 10 S 200 |
S 120 3
ERT £ 100 1
1' 00 ‘ I ‘ imum recommended 90% stroke o ‘ ‘ ‘ | | | ‘
"o 12 16 25 38 63 80 100 25 50 75 100 125 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 )
(" Assembly possibilities N
+1.0 / //
g @32 +05 )

Manufactured by TEcNicas ApLICADAS DE PRESION, S.L.
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1110

Force/stroke ratio

1060
1010 -
960

910
860
810
760
710
660

Force (daN) ——»

&9 Maximum recommended 90% stroke

Initial force/charging pressure ratio

700

7. TECAPRES® P MICRO 38
660daN
Ve N . b
® Pressure medium Gas Nitrogeno (N,)
Max. charging pressure 175 Bar
Gas charging M6 @22 Min. charging pressure 35 Bar
TPFV3 valve ;
M6-A adapter Rod seal area 3,80 cm
Operating temperature 0°C - 80°C
. Force increase by temperature 0,33 %/°C
JE) Max. stem speed 1,2 m/s
Maintenance kit Kit M38
N — PED
= - 2014/68/UE
. 7 S VDI SAFETY o
r1 S8 ~ i
\V E
o o
—
Maximum strokes / minute (at 20°C)
r 100
\‘ 90 -
AR 80
©0 | T 70
g 60
038i0'1 g 50
% 40
& 30
20 T T T T T T T T T T T T T T
121619 25 32 38 50 Stroke((irﬁm) 80
_ J ’
Code Smax La Lc Fa 3% F 100%  Fe P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 38x12 12 54 42 1015 1080 0,012 | 0,28
MICRO 38x16 16 62 46 1015 1080 0,016 | 0,30
MICRO 38x19 19 68 49 1015 1080 0,019 | 0,32
MICRO 38x25 25 80 55 0 1020 1080 0,025 | 0,33
MICRO 38x32 32 % 62 6(650:53)”’ 1020 1085 (;0150) 0,032 | 035
MICRO 38x38 38 106 68 1020 1085 0,037 | 0,39
MICRO 38x50 50 130 80 1020 1085 0,049 | 0,43
MICRO 38x63 63 156 93 1020 1085 0,062 | 0,48
MICRO 38x80 80 190 110 1020 1085 0,079 | 0,55
4 N

600 -
500
400

200 -

Force (daN) ———»

100 +

100 125

0 25 32 38 50 " 63 80 35 50 75 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
£
+1.0
q o300 - FS 38 FSC 38 FS 38 FSC 38 FI 38 - FI 38/1 P,
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Force/stroke ratio

Force (daN) ——»

& Maximum recommended 90% stroke

9. TECAPRES® [ MICRO 38V
470daN
-~ ~ , L
® Pressure medium Gas Nitrégeno (N,)
220 Gas charging M6 .
W TPFV3 valve Max. charging pressure 150 Bar
M6-A adapter
Min. charging pressure 35 Bar
- Rod seal area 3,14 cm?
5, Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
& Max. stem speed 1,6 m/s
i Maintenance kit Kit MV38
9 PED
2014/68/UE
VDI SAFETY - N
232 N
Maximum strokes / minute (at 20°C)
110
_ 100
- 90 -
F 80
2 E 70
Q Z 60
- € 50
4xM6(5.5mm) § 40 -
S 30
P20 4
10
131 * 0Stroke (m1n?)0 — >
- J
Code Smax La Le Fa | & F | % Fc P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 38Vx10 10 50 40 675 710 0,010 | 0,25
MICRO 38Vx13 13 56 43 675 710 0,012 | 0,26
MICRO 38Vx16 16 62 46 675 705 0,015 | 0,27
MICRO 38Vx19 19 68 49 670 705 0,018 | 0,28
MICRO 38Vx25 25 80 55 670 705 0,024 | 0,32
MICRO 38Vx32 32 94 62 470 +5% 670 705 150 0,030 | 0,34
MICRO 38Vx38 38 106 68 (20°C) 670 705 (20°C) 0,036 | 0,38
MICRO 38Vx50 50 130 80 670 705 0,048 | 0,42
MICRO 38Vx63 63 156 93 670 700 0,060 | 0,46
MICRO 38Vx75 75 180 105 670 700 0,072 | 0,50
MICRO 38Vx80 80 190 110 670 700 0,076 | 0,53
MICRO 38Vx100 100 230 130 670 700 0,096 | 0,55
MICRO 38Vx125 125 280 155 670 700 0,120 | 0,68
4 N

Initial force/charging pressure ratio

100 125 150

10,16 25 3238 50 63 7580 _ 100 125 35
1319 Stroke (mm) —— 3 Pressure (Bar) 4)/
Assembly possibilities N
= 2
f
+1.0
23805 S FS38-FSC 38 FP 38 - FPR 38 FI138 - FI38/1 )

Manufactured by TEcNicas ApLICADAS DE PRESION, S.L.
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9. TECAPRES® [ MICRO 38VS
470daN
-~ R - ;
® Pressure medium Gas Nitrégeno (N,)
M6 Max. charging pressure 150 Bar
/ Min. charging pressure 35 Bar
3 Rod seal area 3,14 cm?
=
@ Operating temperature 0°C - 80°C
o Force increase by temperature 0,33 %/°C
& § Max. stem speed 1,6 m/s
- +
‘ J A < Maintenance kit Kit MVS38
C PED 10  chomo.
2014/681UE, VDI 3003 150 11901 E2454815G
<
] VDI SAFETY - f\‘
Gas charging M6—=— — ] E_ﬁ ~N ' &
TPFV4 val ] o
et NN
<
Maximum strokes / minute (at 20°C)
110
100
- 90
T 1 8o
3 E 70
(] \E, 60 -
- € 50
3 401
S 30
4xM6(6.5mm) @20 A
10 16/ 25 3238 50 0
) 13 19 Stroke (mm) ——>»
Code Smax La Lc Fa WhoF 0% ¢ P |V K
mm mm mm daN daN @ daN Bar | g
MICRO 38VSx10 10 50 40 640 665 0,011 | 0,25
MICRO 38VSx13 13 56 43 645 675 0,014 | 0,26
MICRO 38VSx16 16 62 46 650 680 0,016 | 0,27
MICRO 38VSx19 19 68 49 655 685 0,019 | 0,28
MICRO 38VSx25 25 80 55 660 690 0,025 | 0,32
MICRO 38VSx32 32 94 62 470 +5Y% 660 695 150 0,031 | 0,34
MICRO 38VSx38 38 106 68 (200‘0) ° 665 695 (20°C) 0,037 | 0,38
MICRO 38VSx50 50 130 80 665 700 0,048 | 0,42
MICRO 38VSx63 63 156 93 670 700 0,060 | 0,46
MICRO 38VSx75 75 180 105 670 700 0,072 | 0,50
MICRO 38VSx80 80 190 110 670 705 0,076 | 0,53
MICRO 38VSx100 100 230 130 670 705 0,095 | 0,55
MICRO 38VSx125 125 280 155 670 705 0,119 | 0,68
Force/stroke ratio Initial force/charging pressure ratio A
550
T 450
= __ 3504
< 3
g = 250 |
= S 150
150 &9 Maximum recommended 90% stroke 50 | | | | |
0 1016 25 32 38 "7580 100, | 125 3 50 75 100 125 150
1319 Stroke (mm) —— 3 Pressure (Bar) —> )

2/3 Lc min

FS38-FSC 38

Assembly possibilities

FP 38 - FPR 38

FI 38 - FI 38/1

~

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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1. TECAPRES® pw# MICRO 38H
660daN
Ve N ) s
® Pressure medium Gas Nitrégeno (N,)
@22 Gas charging M6 ;
POWER TPEV ot Max. charging pressure 175 Bar
Wi6-A adapter Min. charging pressure 35 Bar
Rod seal area 3,80 cm?
:,é; Operating temperature 0°C - 80°C
. Force increase by temperature 0,33 %/°C
g 2 Max. stem speed 1,2 m/s
-y 1“ Maintenance kit Kit MH38
r 3 PED
- 01468V
- VDI SAFETY e 4
™
A /‘\ N
= 282
<
Maximum strokes / minute (at 20°C)
120
| p T 100
F
§ g 80
E 60
4xM8(5.5mm) 3
g 0
| | ‘
20 101‘216 25 32 38 50 63 75 gtO K ( )100 125
roke (mm 4)
o J
Code Smax La Lc Fa % 100%  Fe P |V ﬁK
mm mm mm daN daN @ daN Bar | g
MICRO 38Hx10 10 50 40 995 1055 0,010 | 0,26
MICRO 38Hx12 12 54 42 1015 1080 0,012 | 0,27
MICRO 38Hx16 16 62 46 1015 1080 0,016 | 0,28
MICRO 38Hx19 19 68 49 1015 1080 0,019 | 0,30
MICRO 38Hx25 25 80 55 1020 1080 0,025 | 0,33
MICRO 38Hx32 32 94 62 660 +5% 1020 1085 175 0,032 | 0,35
MICRO 38Hx38 38 106 68 (20°C) 1020 1085 (20°C) 0,037 | 0,39
MICRO 38Hx50 50 130 80 1020 1085 0,049 | 0,43
MICRO 38Hx63 63 156 93 1020 1085 0,062 | 0,48
MICRO 38Hx75 75 180 105 1020 1085 0,074 | 0,51
MICRO 38Hx80 80 190 110 1020 1085 0,079 | 0,55
MICRO 38Hx100 100 230 130 1020 1085 0,098 | 0,62
MICRO 38Hx125 125 280 155 1020 1085 0,123 | 0,75
(" Force/stroke ratio Initial force/charging pressure ratio A
1160 700 :
110 | 600
1060 +—
Tmm 7 / / / / T 500
= %0 __ 400
w0 // 3 a0 |
§ g?g 1) g 200
760 féﬁf/ Y 100 4
o = QMaximum recommended 90% stroke 0 ! ! ! ! !
660 101619 25 32 38 50 63 7580 100 125 3 50 = 100125 150 175
\_ 12 Stroke (mmM) —— 3 Pressure (Bar) 4)/
Assembly possibilities N
/,f
FS 38 - FSC 38 FP 38 - FPR 38 F138 - Fl 38/1 )

Manufactured by TEcnicas ApLICADAS DE PRESION, s.L.
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{I} TECAP RES® @38mm - G1/8 connectable MICRO 38C
470daN
Ve N ) Hré
® Pressure medium Gas Nitrogeno (N,)
020 Max. charging pressure 150 Bar
— M6
‘ Min. charging pressure 35 Bar
- Rod seal area 3,14 cm?
& Operating temperature 0°C - 80°C
- Force increase by temperature 0,33 %/°C
= 1 Max. stem speed 1,6 m/s
r14// & Maintenance kit Kit MC38
H
of 3 PED
- 2014/68/UE
< 3 VDI SAFETY ﬁ{;
o I
Gas charging G1/8——— ) S
S - ol 1 133 K
G1/8 adapter —
Maximum strokes / minute (at 20°C)
110
_ 100
_ 90 |
< ! 80
x E 70
S Z 60
I € 50
8 401
S 30
@ i
2xM6(14mm) ?g
1016/ 25 32'38 50 63 7580 100 125
L ) 13 19 Stroke (mm) ——>»
Code Smax La Lc Fa WhoF 100%  Fe P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 38Cx10 10 60 50 640 665 0,011 | 0,33
MICRO 38Cx13 13 66 53 645 675 0,014 | 0,34
MICRO 38Cx16 16 72 56 650 680 0,016 | 0,35
MICRO 38Cx19 19 78 59 655 685 0,019 | 0,37
MICRO 38Cx25 25 90 65 660 690 0,025 | 0,40
MICRO 38Cx32 32 104 72 0 660 695 0,031 | 0,41
MICRO 38Cx38 38 116 78 4(720505)‘ 665 695 (2105000) 0,037 | 045
MICRO 38Cx50 50 140 90 665 700 0,048 | 0,50
MICRO 38Cx63 63 166 103 670 700 0,060 | 0,54
MICRO 38Cx75 75 190 115 670 700 0,072 | 0,60
MICRO 38Cx80 80 200 120 670 705 0,076 | 0,62
MICRO 38Cx100 100 240 140 670 705 0,095 | 0,69
MICRO 38Cx125 125 290 165 670 705 0,119 | 0,76
(" Force/stroke ratio Initial force/charging pressure ratio A
550
T T 450
= __ 350
< 3
g S 250
= S 150
150 &9 Maximum recommended 90% stroke 50 | | | | |
0 1016 25 32 38 ‘63 7580 100 | 125 35 50 75 100 125 150
\_ 1319 Stroke (mm) —— 3 Pressure (Bar) —> )
(" Assembly possibilities N
E !—’
+1.0
0% 100 FS 38 - FSC 38 FP 38 - FPR 38 FI 38 - FI 38/1
- J
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1. TECAPRES® pw# MICRO 38R
660daN
h . .
® Pressure medium Gas Nitrégeno (N,)
Max. charging pressure 175 Bar
Gas charging M6 @22 - -
TPFV3 valve \‘—’ Min. charging pressure 35 Bar
M6-A adapter
\ Rod seal area 3,80 cm?
Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 1,2 m/s
& Maintenance kit Kit MR38
o
5 PED
2014/68/UE
VDI SAFETY - N
2y W
Maximum strokes / minute (at 20°C)
- T 100 <%
~ I ™
80 |
70 70
2 60
é 50 1 S
% 401 L 33
&30 A
2 1216 25 " 38 50 63 80
q ) Stroke (mm) ——>»
Code Smax La Lc Fa W% F 0% Fe P |V ﬁK
mm mm mm daN daN @ daN Bar | g
MICRO 38Rx12 12 54 42 1015 1080 0,012 | 0,28
MICRO 38Rx16 16 62 46 1015 1080 0,016 | 0,30
MICRO 38Rx25 25 80 55 1015 1080 0,025 | 0,33
660 +5% 175
MICRO 38Rx38 38 106 68 (20°C) 1020 1085 (20°C) 0,037 | 0,39
MICRO 38Rx50 50 130 80 1020 1085 0,049 | 0,43
MICRO 38Rx63 63 156 93 1020 1085 0,062 | 0,48
MICRO 38Rx80 80 190 110 1020 1085 0,079 | 0,55
4 N

Force/stroke ratio

1110
1060
1010
960
910
860
810
760
710
660

Force (daN) ——»

&9 Maximum recommended 90% stroke

Initial force/charging pressure ratio

700
600 -
500

400

300
200 -

Force (daN) ———»

100 +

35 75 100 125

1216 25 38 50 " 63 80 50 150 175
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
+1.0
@38+0.5
J
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FS 45 - FSC 45

FP 45 - FPR 45

1. TECAPRES® ¥ MICRO 45
740daN
Ve N ) P,
@25 Gas charging M6 ®  Pressure medium Gas Nitrégeno (N,)
- = TPFV3 val
ﬁMB.AaJ:p\{:r Max. charging pressure 150 Bar
// Min. charging pressure 35 Bar
% Rod seal area 4,91 cm?
£
D Operating temperature 0°C - 80°C
w - Force increase by temperature 0,33 %/°C
© N
r 1\ ~ T Max. stem speed 1,6 m/s
- (]
- Maintenance kit Kit M45
o
- PED
<
~ 2014/68/UE
— VDI SAFETY o
b
S N
<«
Maximum strokes / minute (at 20°C)
100
90 |
© 80 |
F £ 701
g 2 60 |
E 50 |
2xM8(5.5mm) § 40
@» 30
20
- J
Code Smax La Lc Fa W% F 0% Fe P |V ﬁK
mm mm mm daN daN @ daN Bar | g
MICRO 45x13 13 58 45 1180 1265 0,015 | 0,35
MICRO 45x16 16 64 48 1180 1260 0,019 | 0,39
MICRO 45x19 19 70 51 1175 1260 0,022 | 0,40
MICRO 45x25 25 82 57 1175 1260 0,030 | 0,44
MICRO 45x32 32 96 64 1175 1260 0,038 | 0,47
MICRO 45x38 38 108 70 740 5% 1175 1255 150 0,045 | 0,50
MICRO 45x50 50 132 82 (20°C) 1175 1255 (20°C) 0,059 | 0,59
MICRO 45x63 63 158 95 1175 1255 0,075 | 0,65
MICRO 45x75 75 182 107 1175 1255 0,089 | 0,80
MICRO 45x80 80 192 112 1175 1255 0,095 | 0,85
MICRO 45x100 100 232 132 1175 1255 0,119 | 0,98
MICRO 45x125 125 282 157 1170 1255 0,149 | 1,15
(" Force/stroke ratio Initial force/charging pressure ratio A
1300 800
1200 700
T 1100 T 0001
= __ 500
S 1000 -| Z 400 |
800 147 & 100 |
700 Y, recommended 90% stroke 0 |
0 131925 3238 50 63 7580 100 125 35 50 75 100 125 150
_ 16 Stroke (mm) —— 3 Pressure (Bar) 4)/
(" B Assembly pi)ssibilities N

FB 45 F145 - F14511

)
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1. TECAPRES® P MICRO 45V
740daN
L ( h . .
l ® Pressure medium Gas Nitrogeno (N,)
225 l Max. charging pressure 150 Bar
MICRO Aﬁ M6 Min. charging pressure 35 Bar
: Rod seal area 4,91 cm?
% Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
w0 Jre)
5 N
r1 U © BE Max. stem speed 1,6 m/s
S Maintenance kit Kit MV45
T
9 PED 150  cNomo.
<« 2014/68/UE VDI 3003 S0 11901 E.24.54.815.6
o
| VDI SAF E TY -
Gas charging M6 —=— .ﬂ M- [ %
TPFV4 valve 8
M6-C adapter E.:‘J
<t
Maximum strokes / minute (at 20°C)
110 0
100 q 9
C 6 90 -
T £ 89
o & 70 A
L £ 60 |
‘2 50
é 40 A
2xM8(5.5mm) ? 28 1
131 o8 St ki 5
[
- J oke (mm) ——>
Code Smax La Lc Fa WhoF 0% Fe P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 45Vx10 10 52 42 1060 1115 0,014 | 0,32
MICRO 45Vx13 13 58 45 1080 1140 0,018 | 0,35
MICRO 45Vx16 16 64 48 1095 1160 0,022 | 0,39
MICRO 45Vx19 19 70 51 1105 1170 0,025 | 0,40
MICRO 45Vx25 25 82 57 1120 1190 0,032 | 0,44
MICRO 45Vx32 32 96 64 740 +5% 1130 1200 150 0,041 | 0,47
MICRO 45Vx38 38 108 70 200‘0 0 1135 1210 20°C 0,048 | 0,50
MICRO 45Vx50 50 132 82 (20°C) 1145 1220 (20°C) | 0,062 | 0,59
MICRO 45Vx63 63 158 95 1150 1225 0,078 | 0,65
MICRO 45Vx75 75 182 107 1155 1230 0,092 | 0,80
MICRO 45Vx80 80 192 112 1155 1230 0,098 | 0,85
MICRO 45Vx100 100 232 132 1155 1235 0,122 | 0,98
MICRO 45Vx125 125 282 157 1160 1240 0,151 | 1,15
(" Force/stroke ratio Initial force/charging pressure ratio A
1300 800
Tmoo T 7001
600 -
_ 1100 500
S 1000 % 400
8 = 300 |
S 900 8
£ S 200
800 00 |
&9 Maximum recommended 90% stroke 0 |
00 T 6 25 3238 50 63 7580 100 125 35 50 75 100 125 150
\_ 1319 Stroke (mm) —— 3 Pressure (Bar) —> )
(" Assembly possibilities N
5
3
S
w
S
= FS 45 - FSC 45 FP 45 - FPR 45 FB 45 FI 45 . Fl 45/1 Y,
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{I} TECAP REs® @45mm - G1/8 connectable MICRO 45C
740daN
-~ ™~ , L
® Pressure medium Gas Nitrégeno (N,)
& Max. charging pressure 150 Bar
r M6 Min. charging pressure 35 Bar
- Rod seal area 4,91 cm?
% Operating temperature 0°C - 80°C
o Force increase by temperature 0,33 %/°C
r TN 2 | | Max. stem speed 1,6 m/s
G Maintenance kit Kit MC45
-
3 PED
2014/68/UE
<+
Gas charging G1/8 —==— VDI SAFETY ﬁﬁ;
TPFV4 valve N
G1/8 adapter @@ @ ' 5
4
@39 <
Maximum strokes / minute (at 20°C)
o 100
100 R 92
_ 90 -
S — 80
- & o & 70|
2] =z
r Q £ 601
@ 50 A
é 40 A
2xM8(12mm) @30 4
2 1oli6] 25 3238 50 63 7580 100 125
13 19 Stroke (mm) ——>»
J
Code Smax La Lc Fa WhoF 100%  Fe P |V ﬁK
mm mm mm daN daN @ daN Bar | 9
MICRO 45Cx10 10 62 52 1060 1115 0,014 | 0,32
MICRO 45Cx13 13 68 55 1080 1140 0,018 | 0,35
MICRO 45Cx16 16 74 58 1095 1160 0,022 | 0,39
MICRO 45Cx19 19 80 61 1105 1170 0,025 | 0,40
MICRO 45Cx25 25 92 67 1120 1190 0,032 | 0,44
MICRO 45Cx32 32 106 74 740 +5% 1130 1200 150 0,041 | 0,47
MICRO 45Cx38 38 118 80 200‘0 0 1135 1210 20°C 0,048 | 0,50
MICRO 45Cx50 50 142 92 (20°C) 1145 1220 (20°C) | 0,062 | 0,59
MICRO 45Cx63 63 168 105 1150 1225 0,078 | 0,65
MICRO 45Cx75 75 192 17 1155 1230 0,092 | 0,80
MICRO 45Cx80 80 202 122 1155 1230 0,098 | 0,85
MICRO 45Cx100 100 242 142 1155 1235 0,122 | 0,98
MICRO 45Cx125 125 292 167 1160 1240 0,151 | 1,15
Force/stroke ratio Initial force/charging pressure ratio A
1300 800
T1mo T 700
600
1100 500
S 1000 % 400
8 = 300
S 900 8
£ S 200
800 00 |
&9 Maximum recommended 90% stroke 0 |
00 e 55 3238 50 63 | 7580 100 125 35 50 75 100 125 150
1319 Stroke (mm) —— 3 Pressure (Bar) —> )
Assembly possibilities N
FS45-FSC 45 FP 45 - FP 45R FB 45 F145 - Fl 451 W

Manufactured by TEcnicas ApLICADAS DE PRESION, s.L. - www.tecapres.com
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1. TECAPRES® Pt |[o:{0):L10d2
740daN
-~ ™~ , L
® Pressure medium Gas Nitrégeno (N,)
@25 Max. charging pressure 150 Bar
// M6 Min. charging pressure 35 Bar
e g Rod seal area 4,91 cm?
» Operating temperature 0°C - 80°C
o Force increase by temperature 0,33 %/°C
r 1\ 2 - Max. stem speed 1,6 m/s
e
?-:l“ Maintenance kit Kit M45CF
—
3 PED
2014/68/UE
, ¥ VDI SAFETY 4
Gas charging G1/8 —==— ! Ee]
TPFV4 valve . O
ol NN |
@39 <
Maximum strokes / minute (at 20°C)
110
100
90
© ___ 80
S £
H S 70
g E 60
Q % 50
é 40
@D 30
2xM8(12mm) 20
0 101316 25 32 38 50 63 75 SOSt " 100 125
[ mm
- J oke (mm) ——>
Code Smax La Lc Fa W% F 0% Fe P |V ﬁK
mm mm mm daN daN @ daN Bar | 9
MICRO 45CFx10 10 67 57 870 885 0,029 | 0,37
MICRO 45CFx13 13 73 60 895 915 0,032 | 0,40
MICRO 45CFx16 16 79 63 915 940 0,036 | 0,44
MICRO 45CFx19 19 85 66 935 965 0,040 | 0,45
MICRO 45CFx25 25 97 72 965 1000 0,047 | 0,49
MICRO 45CFx32 32 111 79 740 £5% 990 1030 150 0,055 | 0,54
MICRO 45CFx38 38 123 85 (20°C) 1010 1050 (20°C) 0,062 | 0,55
MICRO 45CFx50 50 147 97 1035 1085 0,076 | 0,64
MICRO 45CFx63 63 173 110 1055 1110 0,092 | 0,70
MICRO 45CFx75 75 197 122 1070 1125 0,106 | 0,85
MICRO 45CFx80 80 207 127 1075 1135 0,112 | 0,90
MICRO 45CFx100 100 247 147 1090 1155 0,136 | 1,03
MICRO 45CFx125 125 297 172 1105 1170 0,166 | 1,29
(" Force/stroke ratio Initial force/charging pressure ratio A
1300 800
T 1200 T 700
600
= 1100 1 500
S 1000 Z 400
8 = 300
S %00 S 200
800 “ 00 |
&9 Maximum recommended 90% stroke 0 |
700 10[16] 25 3238 50 63 7580 100 125 35 50 75 100 125 150
\_ 13 19 Stroke (mm) —— 3 Pressure (Bar) 4)/
(" Assembly possibilities N
FS 45 - FSC 45 FP 45 - FP 45R FB 45 F145 - Fl 451 W

Manufactured by TEcnicas ApLICADAS DE PRESION, s.L. - www.tecapres.com
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1> TECAPRES®

i

@50mm
920daN

Pressure medium

MICRO 50.1

Gas Nitrégeno (N,)

@28
—~ Max. charging pressure 150 Bar
/7 M8 Min. charging pressure 35 Bar LZiY
y Rod seal area 6,16 cm? TITAN
(,E; Operating temperature 0°C - 80°C
A Force increase by temperature 0,33 %/°C TPH
[Te}
f—i é Max. stem speed 1,6 m/s .
S Maintenance kit Kit M50.1
2 = PED TPSP
2014/68/UE
. VDI SAFETY o U
~ o
: ~ 3
23S B -
o
Gas charging M6
ngvasdéf)ltv; - Maximum strokes / minute (at 20°C) TPC
- o | o2
% 80 | 80 TPCT
o
8 ’g 70 0
2xM8(6mm) Zz 60 56 TPB
€ 50 4
2 40
£ 40 TPR
33
20 & 1 28
20 T b b — —t— TPA
13 19 25 38 50 63 stk 80 100 PG
mm
q ) roke (mm) —— 3
- . TPSR
Smax La Lc Fa WhoF 100%  Fe P |V
Code ﬁ Kg
mm mm mm daN daN daN Bar I TPSRS
MICRO 50x13.1 13 61 48 1295 1355 0,025 | 0,57
MICRO 50x19.1 19 73 54 1330 1400 0,034 | 0,60 TPNS
MICRO 50x25.1 25 85 60 1355 1430 0,044 | 0,67
MICRO 50x38.1 38 111 73 920 +5% 1380 1460 150 0,064 | 0,79 STOP
MICRO 50x50.1 50 135 85 (20°C) 1395 1480 (20°C) 0,082 | 0,89 CYLINDER
MICRO 50x63.1 63 161 98 1405 1490 0,102 | 1,02 HOT
MICRO 50x80.1 80 195 115 1410 1500 0,128 | 1,18 FORMING
MICRO 50x100.1 100 235 135 1415 1505 0,159 | 1,39
TPHT
TPSL
(" Force/stroke ratio Initial force/charging pressure ratio A
1600 1000
1500 - p 900
1400 - 800 |
— 700
% 1300 = 600 4
%1200 1 S s00
S 1100 | g ;gg
1000 = 200 |
900 & Maximum recommended 90% stroke 100 | |
0 13 19 25 38 50 63 80 " 100 35 50 75 100 125 150
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
- A 7
L 050708 FS50 FSC50  FS50-FSC50 FRS 50 FB45-FB50  FI50- FI50/1

Manufactured by TEcnicas ApLICADAS DE PRESION, S.L. -
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4. TECAPRES® [ MICRO 50V
1100daN
- ( B L di Gas Nitro N
l [1]] @30 Gas charging M6 l ressure medium as Nitrégeno (N,)
POWER ~ ™| — TPFV3 valve Max. charging pressure 155 Bar
MICRO / M6-A adapter
Min. charging pressure 35 Bar
| |
% Rod seal area 7,07 cm?
£
@ Operating temperature 0°C - 80°C
0| | Force increase by temperature 0,33 %/°C
<
I B Max. stem speed 1 mls
+
5 Maintenance kit Kit M50V
o
" 3 PED
2014/68/UE
A VDI SAFETY -
~ E’.r
282 i
[ Maximum strokes / minute (at 20°C)
80 ™7
0 71
% 65
~ 160 o
& £ 40 \&
E 33
£ 29
2xM8(5mm) \ 8 30 <2 27 s
s T2 19
& 20 ‘
\
00 i3l1e | 3238 50 63 75 80 100 125
\_ ) 16 25 Stroke (mm) —— 3
Code Smax La Lc Fa WhoF 100%  Fe P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 50Vx13 12,7 63,4 50,7 1760 1885 0,022 | 0,59
MICRO 50Vx16 16 70 54 1775 1905 0,027 | 0,60
MICRO 50Vx19 19 76 57 1785 1917 0,031 | 0,62
MICRO 50Vx25 25 88 63 1795 1935 0,041 | 0,69
MICRO 50Vx32 32 102 70 1805 1945 0,052 | 0,75
MICRO 50Vx38 38 114 76 1100 £5% 1810 1955 155 0,061 | 0,81
MICRO 50Vx50 50 138 88 (20°C) 1820 1960 (20°C) 0,080 | 0,91
MICRO 50Vx63 63 165 102 1825 1970 0,101 | 1,05
MICRO 50Vx75 75 188 113 1825 1970 0,119 | 1,15
MICRO 50Vx80 80 198 118 1825 1975 0,127 | 1,20
MICRO 50Vx100 100 238 138 1830 1975 0,159 | 1,41
MICRO 50Vx125 125 288 163 1830 1980 0,198 | 1,68
(" Force/stroke ratio Initial force/charging pressure ratio A
2100 1200
2000 »
1900 B
T o / / T 1000
= 1700 / 800
T 1600 z
‘g 1500 // ; / _— = o0
5 ol - g 400
1300 Z 2 500
1200 Maximum recommended 90% stroke | o
100 127019 25 32 38 63 7580 100 125 35 50 75 100 125 150155
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities , N
S
S g
S) A 7
S +10
&\ 250105, FS 50 - FSC 50 FS50 - FSC 50 FRS 50 FB45 - FB 50 FI 50 - FI 50/1 P,

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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1. TECAPRES® P MICRO 50VS
920daN
g B ® Pressure medium Gas Nitrégeno (N,)
@28 l 2
M8 Max. charging pressure 150 Bar
. ] Min. charging pressure 35 Bar LZiY
é Rod seal area 6,16 cm? TITAN
2 Operating temperature 0°C - 80°C
mji ; } Force increase by temperature 0,33 %/°C TPH
<
‘—] 8 Max. stem speed 1,6 m/s PS
J'i_lu Maintenance kit Kit M50VS
(9 3 150 CNOMO. TPSP
2014/68/UE VDI 3003 1S0 19001 E.24.54.815.G
. VDI SAFETY o TFF
\ 1 3
@ _I @ E TPK
Maximum strokes / minute (at 20°C) TPC
2xM8(6mm) ‘ 100
o TPCT
I s 80
o —
N‘ % § 60 - TPB
Gas charging M6 - Q <
TPFV1 valve £
M6-C adapter £ 40 | TPR
I s
(2]
20 TPA
TPG
- J
- . TPSR
Code Smax La Lc Fa W% F 0% Fe P |V Iﬁ "
mm mm mm daN daN @ daN Bar I g TPSRS
MICRO 50VSx13 13 64 51 1295 1355 0,025 | 0,53
MICRO 50VSx16 16 70 54 1315 1380 0,030 | 0,55 TPNS
MICRO 50VSx19 19 76 57 1330 1400 0,034 | 0,58
MICRO 50VSx25 25 88 63 1355 1430 0,044 | 0,62 STOP
MICRO 50VSx32 32 102 70 1370 1450 0,054 | 0,67 CYLINDER
MICRO 50VSx38 38 114 76 920 +5% 1380 1460 150 0,064 | 0,72 HOT
MICRO 50VSx50 50 138 88 (20°C) 1395 1480 (20°C) 0,082 | 0,82 FORMING
MICRO 50VSx63 63 164 101 1405 1490 0,102 | 0,93
MICRO 50VSx75 75 188 113 1410 1495 0,121 | 1,10 TPHT
MICRO 50VSx80 80 198 118 1410 1500 0,128 | 1,15
MICRO 50VSx100 100 238 138 1415 1505 0,159 | 1,25
MICRO 50VSx125 125 288 163 1420 1515 0198 | 145 | TPSL
(" Force/stroke ratio Initial force/charging pressure ratio A
1600 1000
Tmoo 1 900
1400 - 332 |
Z 1300 | 600 |
%1200 1 500
s 400
£ 1100 - 300 |
1000 - 200 |
900 131825 3238 50 63 758 100 125 150
- 6 Pressure (Bar) > )
£

FS50 - FSC 50 FP 50 - FPR 50 FRS 50 FB 45 - FB 50 F150 - F150/1 )
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{I} TECAP RES® ﬂ50mm-G1laconnectableM|CRo SOCS
920daN
N . .
008 ® Pressure medium Gas Nitrégeno (N,)
M8 Max. charging pressure 150 Bar
| —
/ Min. charging pressure 35 Bar
% Rod seal area 6,16 cm?
£
2} Operating temperature 0°C - 80°C
0| Force increase by temperature 0,33 %/°C
<
S — | & Max. stem speed 1,6 m/s
[ s « 3
/ < Maintenance kit Kit MCS50
r2 S PED
2014/68/UE
—C] e
Gas charging G1/8—=— IIIHIH..' - - VDI SAF E TY — g
TPFV4 valve &
G1/8 adapter E.C'J
243 “
Maximum strokes / minute (at 20°C)
\ Tmo
r o~ 80
=) —
+ (S
L(o) é 60 4
, Q E
£ 40 -
5
2xM8(12mm) 20 [ _— 7
1311925 3238 50 63 7580 100 125
Stroke (mm) — >
)
Code Smax La Lc Fa WhoF 100% e P | V EI "
mm mm mm daN daN @ daN Bar | 9
MICRO 50CSx13 13 74 61 1270 1325 0,026 | 0,60
MICRO 50CSx16 16 80 64 1295 1355 0,031 | 0,63
MICRO 50CSx19 19 86 67 1310 1375 0,036 | 0,68
MICRO 50CSx25 25 98 73 1335 1405 0,045 | 0,79
MICRO 50CSx32 32 112 80 1355 1430 0,056 | 0,89
MICRO 50CSx38 38 124 86 920 £5% 1370 1445 150 0,065 | 1,02
MICRO 50CSx50 50 148 98 (20°C) 1385 1465 (20°C) 0,083 | 1,18
MICRO 50CSx63 63 174 111 1395 1480 0,103 | 1,31
MICRO 50CSx75 75 198 123 1400 1485 0,122 | 1,44
MICRO 50CSx80 80 208 128 1405 1490 0,130 | 1,52
MICRO 50CSx100 100 248 148 1410 1500 0,160 | 1,88
MICRO 50CSx125 125 298 173 1415 1505 0,199 | 2,13
~

Force/stroke ratio

Initial force/charging pressure ratio

1600
1500
1400

Z 1300

=

> 1200 |

©

S 1100 -
1000 { £
900

&9 Maximum recommended 90% stroke

000

900 -
800 -
700

=600 |
S 500
8400 |
S 300 |
200 -
100

0 1‘2,716155 25 3238 50 63 7580

" 400
Stroke me)

R
— >

125 150
Pressure (Bar) — 3 y,

35 50 75 100

Assembly possibilities N
. w ﬁ
FS 50 - FSC 50 FP 50 - FPR 50 FRS 50 FB 45 - FB 50 F1'50 - F150/1 y,
Manufactured by TEcNicas APLICADAS DE PRESION, s.L. - www.tecapres.com
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1700

//

Force (daN) ——»

1500

/

0 12,7/19 25 32 38
16

]

1300

& Maximum recommended 90% stroke

1100 63 75 80 100 125

50

mm - G1/8 connectable
. TECAPRES® it |[of: {0k il
1100daN .
g B o p di Gas Nitr6 N
Gas charging M6 @30 ressure medium as Nitrégeno (N,)
TPFV3 valve Max. charging pressure 155 Bar
M6-A adapter
Min. charging pressure 35 Bar
g Rod seal area 7,07 cm?
\ yw Operating temperature 0°C - 80°C
:r? | Force increase by temperature 0,33 %/°C
‘_] f3e) § Max. stem speed 1,2 m/s
3 Maintenance kit Kit MC50.1
r2 2 PED
] 2014/68/UE
—T el
Linked port G1/8 —s— -IIHIIII.'_L 7’: VDI SAFETY il é
N 3
\ vV w
4
[ce]
Maximum strokes / minute (at 20°C)
80
I \70
70 &
| S % 58
@ L8 % 20 \38
\ ) g %0 \93\ 29 5
‘ M 21
2XMB(12mm) 2 127119 25 323 50 63 7580 m n1131o 125
- J
Code Smax La Lc Fa W% F 0% Fe P |V ﬁK
mm mm mm daN daN @ daN Bar | 9
MICRO 50Cx13.1 12,7 74 61,3 1740 1860 0,023 | 0,70
MICRO 50Cx16.1 16 80 64 1760 1885 0,027 | 0,73
MICRO 50Cx19.1 19 86 67 1775 1900 0,032 | 0,78
MICRO 50Cx25.1 25 98 73 1790 1925 0,041 | 0,89
MICRO 50Cx32.1 32 112 80 1100 +5% 1805 1940 155 0,052 | 0,99
MICRO 50Cx38.1 38 124 86 (2006) ° 1810 1950 (20°C) 0,062 | 1,12
MICRO 50Cx50.1 50 148 98 1820 1960 0,081 | 1,28
MICRO 50Cx63.1 63 174 111 1825 1970 0,101 | 1,41
MICRO 50Cx75.1 75 198 123 1830 1975 0,120 | 1,54
MICRO 50Cx80.1 80 208 128 1830 1980 0,128 | 1,62
MICRO 50Cx100.1 100 248 148 1835 1985 0,159 | 1,98
MICRO 50Cx125.1 125 298 173 1840 1985 0,199 | 2,23
(" Force/stroke ratio Initial force/charging pressure ratio A
2300
1200
2100 1000
1900 o 9 / / /

35 50 75 100 125 150155

_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
7
7,
U FS 50 - FSC 50 FP 50 - FPR 50 FRS 50 FB 45 - FB 50 FI150 - FI 50/1 J

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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MICRO

@50mm * G1/8 connectable

MICRO 50CF

1600

Force/stroke ratio

1500
1400
Z 1300 |
=
= 1200 |
<
£ 1100 |
1000 |

1000

Initial force/charging pressure ratio

1. TECAPRES® [
-~ ™~ , L
008 ® Pressure medium Gas Nitrogeno (N,)
M8 Max. charging pressure 150 Bar
| —
/ Min. charging pressure 35 Bar
% Rod seal area 6,16 cm?
£
2} Operating temperature 0°C - 80°C
0| Force increase by temperature 0,33 %/°C
<
| & Max. stem speed 1,6 m/s
[ s « i’l
/ < Maintenance kit Kit M50CF
r2 S PED
2014/68/UE
—C] e
Gas charging G1/8—=— IIHIIH.“ - — VDI SAFETY - é
TPFV4 valve @ @
G1/8 adapter \ E.:‘J
243 ®
Maximum strokes / minute (at 20°C)
[ Tmo
- - 80
=} —
+l S
3 Z g |
L s £
£ 40 ~
&%
2xM8(12mm) 20
o J
Code Smax La Lc Fa W% F 100% f P |V E] "
mm mm mm daN daN @ daN Bar | 9
MICRO 50CFx13 13 78 65 1295 1355 0,025 | 0,64
MICRO 50CFx16 16 84 68 1315 1380 0,030 | 0,67
MICRO 50CFx19 19 90 71 1330 1400 0,034 | 0,72
MICRO 50CFx25 25 102 77 1355 1430 0,044 | 0,83
MICRO 50CFx32 32 116 84 1370 1450 0,054 | 0,93
MICRO 50CFx38 38 128 90 920 +5% 1380 1460 150 0,064 | 1,05
MICRO 50CFx50 50 152 102 (20°C) 1395 1480 (20°C) 0,082 | 1,22
MICRO 50CFx63 63 178 115 1405 1490 0,102 | 1,36
MICRO 50CFx75 75 202 127 1410 1495 0,121 | 1,50
MICRO 50CFx80 80 212 132 1410 1500 0,128 | 1,57
MICRO 50CFx100 100 252 152 1415 1505 0,159 | 1,92
MICRO 50CFx125 125 302 177 1420 1515 0,198 | 2,20
4 N

900 -
800 -
700
600 -
500
400
300 -
200

Force (daN) ———»

recc

900

ded 90% stroke 100

125 150

0 131925 3238 50 63 7580 100 125 35 50 75 100
_ 16 Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
3 5 7 7,
503 '
w
9
= FS 50 - FSC 50 FP 50 - FPR 50 FRS 50 FB 45 - FB 50 FI150 - FI 50/1 /

Manufactured by TEcnicas ApLICADAS DE PRESION, s.L. - www.tecapres.com
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9. TECAPRES® [ MICRO 63
1900daN
Ve N ) s
340 ® Pressure medium Gas Nitrégeno (N,)
|-~ .
M8 Max. charging pressure 150 Bar
{ Min. charging pressure 35 Bar
§ Rod seal area 12,57 cm?
@ Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
= < Max. stem speed 0,6 m/s
@©
ro ol = Maintenance kit Kit M63
—
\\ PED
A 2014/68/UE
]
o — VDI SAFETY ﬁf
282 W
Gas charging M6 «
TPFV3 valve
M6-C adapter Maximum strokes / minute (at 20°C)
T ° &
N
8 60 -
Q ,g o | 52
2xM8(7mm) z 43
€ 40 37
2 30 31
£ 30 |
20 3 26
25 38 50 63 80 100
q ) Stroke (mm) ——>»
Code Smax La Lc Fa W% F 0% Fe P | V ﬁK
mm mm mm daN daN @ daN Bar | 9
MICRO 63x25 25 90 65 3070 3300 0,073 | 0,93
MICRO 63x38 38 116 78 3100 3340 0,110 | 1,39
MICRO 63x50 50 140 90 1900 £5% 3115 3360 150 0,143 | 1,65
MICRO 63x63 63 166 103 (20°C) 3125 3370 (20°C) 0,180 | 1,81
MICRO 63x80 80 200 120 3135 3380 0,227 | 1,90
MICRO 63x100 100 240 140 3140 3390 0,283 | 2,23
(" Force/stroke ratio Initial force/charging pressure ratio A
3500 2200
Tsooo 1 T 1800 1
= 1400
T 2500 - z
= 3 1000
& 2000 :gj 600 |
1500 recc ded 90% stroke 200 T T T T }
3 o5 | ag 50 63 g0 10 35 50 75 100 125 150
_ Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities N
£
\_ FS 63 - FSC 63 - FSC 63/1 FB 50 - FB 63 FI 63/1

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com
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FS63 - FSC 63 - FSC 63/1

FP 63 - FPR 63

FRS 63

FB 63 - FB 50

1. TECAPRES® [ MICRO 63V
1500daN
N . -
2% ® Pressure medium Gas Nitrégeno (N,)
—~ ™ Max. charging pressure 150 Bar
'rMB Min. charging pressure 35 Bar
<A Rod seal area 10,18 cm?
@©
(/E) Operating temperature 0°C - 80°C
[ Force increase by temperature 0,33 %I°C
[o2]
R AL Max. stem speed 1,6 mis
— o
2 7 "o Maintenance kit Kit M63V
3 PED 150
- VDI 3003 214/68/UE 150 1901
1 VDI SAFETY  _
Gas charging M6 —=— Ty S,
TPFV1 valve . I 3
M6-C adapter | w
[ce)
‘ Maximum strokes / minute (at 20°C)
90
\ 80 79
73
70 68
_ — 60
|l S E &0 53
H 2 50 oL 48
| 3 E 40 20
r Q 2 34 3o -
5% 2
& 20
@ 20
2xM8(7mm) J 10 T
131925 3238 50 63 80g e (mr1no)o 125
\_ J
Code Smax La Lc Fa | X% fp | 10% pe P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 63Vx13 13 70 57 2135 2245 0,040 | 0,95
MICRO 63Vx16 16 76 60 2165 2275 0,048 | 0,97
MICRO 63Vx19 19 82 63 2200 2320 0,054 | 1,15
MICRO 63Vx25 25 94 69 2235 2365 0,069 | 1,27
MICRO 63Vx32 32 108 76 2265 2405 0,086 | 1,35
MICRO 63Vx38 38 120 82 1500 £5% 2280 2425 150 0,101 | 1,40
MICRO 63Vx50 50 144 94 (20°C) 2305 2455 (20°C) 0,131 | 1,55
MICRO 63Vx63 63 170 107 2320 2470 0,162 | 1,71
MICRO 63Vx75 75 194 119 2330 2485 0,192 | 1,83
MICRO 63Vx80 80 204 124 2335 2490 0,204 | 1,95
MICRO 63Vx100 100 244 144 2345 2500 0,253 | 2,32
MICRO 63Vx125 125 294 169 2355 2510 0,315 | 2,82
4 Force/stroke ratio Initial force/charging pressure ratio A
2750 1800
2500 | \ T 1600 -
1400 -
= 2250 A __ 1200 1
S Z 1000
g 2000 - % 800 -
2 S 600
1750 4 Y 400 |
1500 MEE &9 Maximum recommended 90% stroke 200 | I | I |
0 1311925 3238 50 63 | 7580 100 125 35 50 75 100 125 150
\_ 16 Stroke (mm) — 3 Pressure (Bar) —> )
Assembly possibilities N

FI63/1

J

Manufactured by TEcNicas ApLICADAS DE PRESION, S.L.
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{I} TECAP REs® ﬁ63mm-G1/8connectableM|CRO 63CF
1500daN
r A o p di Gas Nitro (N,)
ressure medium as Nitrégeno
36 1 gend %
Max. charging pressure 150 Bar
M8 : : MICRO
Min. charging pressure 35 Bar
[ g Rod seal area 10,18 cm? TITAN
@ Operating temperature 0°C - 80°C
mt Force increase by temperature 0,33 %/°C TPH
/ = Max. stem speed 1,6 m/s PS
©
r2 g~ Maintenance kit Kit M63CF
Iﬂ) TPSP
2014/68/UE
” VDI SAFETY £ TFF
Gas charging G1/8 —=— 1 g
TPFV1 valve ©
G1/8 adapter @@ @ I E TPK
@356 ——— ©
Maximum strokes / minute (at 20°C) TPC
20 =
80 73 TPCT
70 68
% E %0 < 53
3 2 50 NS TPB
S £ 40 2 34
€ w0 32 - TPR
3 20 20
2xM8(11
xetmm) PR IS I I Y D (N Y
13/1925 3238 50 63 7580 100 125 PG
16 Stroke (mm) ——>»
- J
- - TPSR
Code Smax La Lc Fa | 2% F 0% Fe P |V K
mm mm mm daN daN @ daN Bar | 9 TPSRS
MICRO 63CFx13 13 78 65 2135 2245 0,040 | 0,95
MICRO 63CFx16 16 84 68 2165 2275 0,048 | 0,97 TPNS
MICRO 63CFx19 19 90 71 2200 2320 0,054 | 1,15
MICRO 63CFx25 25 102 77 2235 2365 0,069 | 1,27 STOP
MICRO 63CFx32 32 116 84 2265 2405 0,086 | 1,35 CYLINDER
MICRO 63CFx38 38 128 90 1500 5% 2280 2425 150 0,101 | 1,40 HOT
MICRO 63CFx50 50 152 102 (20°C) 2305 2455 (20°C) 0,131 | 1,55 FORMING
MICRO 63CFx63 63 178 115 2320 2470 0,162 | 1,71
MICRO 63CFx75 75 202 127 2330 2485 0,192 | 1,83 TPHT
MICRO 63CFx80 80 212 132 2335 2490 0,204 | 1,95
MICRO 63CFx100 100 252 152 2345 2500 0,253 | 2,32
MICRO 63CFx125 125 302 177 2355 2510 0315 | 2,82 | TPSL
(" Force/stroke ratio Initial force/charging pressure ratio A
2750 1800
2500 | \ T 1600
1400
= 2250 | _ 1200 -
S Z 1000
8 2000 - = 800 |
2 S 600
1750 + . v 400 4
1500 ¢ ‘ s ‘ | ‘ OMaXImI{m reco‘mmen‘ded 90‘% stro((e 200 I | I | I |
0 13/1925 3238 50 63 7580 100 125 35 50 75 100 125 150
\_ 16 Stroke (mm) —— 3 Pressure (Bar) —> )
Assembly possibilities N

FS63-FSC63-FSC63/1 FP63-FPR63 FRS 63 FB 63 - FB 50 FI63/1 Y,
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100
Stroke (mm) —— 3

131619 25 32 38 50 63 7580

125

100 125

{I} TECAP RES® @63mm - G1/8 connectable MICRO 63C
1500daN
~ ™~ , L
036 ® Pressure medium Gas Nitrogeno (N,)
M8 Max. charging pressure 150 Bar
Min. charging pressure 35 Bar
[ % Rod seal area 10,18 cm?
£
@ Operating temperature 0°C - 80°C
ot Force increase by temperature 0,33 %/°C
~ ['e}
/ gi“ Max. stem speed 1,6 m/s
r2 g~ Maintenance kit Kit M63C
PED
2014/68/UE
[Te]
Gas charging G1/8 —=— 1 VDI SAFETY g
TPFV1 valve @ g
G1/8 adapter \ i
4
Maximum strokes / minute (at 20°C)
T o
73
70 68
- — 60
F £ & 53
3 = 50 48
Q £ 4 40
8 34 30 o
5 % 24
B 50 20
2xM8(11mm) | T
10 ‘13'1(;9‘3 25 3238 50 63 75803t‘r0k'e('m:1%0' T s
\_ J
Code Smax La Lc Fa | X% f | 10% e P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 63Cx13 13 80 67 2085 2185 0,042 | 1,18
MICRO 63Cx16 16 86 70 2120 2220 0,050 | 1,22
MICRO 63Cx19 19 92 73 2155 2270 0,057 | 1,36
MICRO 63Cx25 25 104 79 2200 2325 0,072 | 1,41
MICRO 63Cx32 32 118 86 2235 2365 0,089 | 1,75
MICRO 63Cx38 38 130 92 1500 +5% 2255 2390 150 0,103 | 1,85
MICRO 63Cx50 50 154 104 (20°C) 2285 2425 (20°C) 0,133 | 2,10
MICRO 63Cx63 63 180 117 2305 2450 0,165 | 2,28
MICRO 63Cx75 75 204 129 2315 2465 0,194 | 2,60
MICRO 63Cx80 80 214 134 2320 2470 0,207 | 2,70
MICRO 63Cx100 100 254 154 2330 2485 0,256 | 2,85
MICRO 63Cx125 125 304 179 2345 2500 0,317 | 3,05
4 Force/stroke ratio Initial force/charging pressure ratio A
2600 1800
Tﬁigg | ! T 1600
2300 -| 1400 |
= 2200 - 1200 4
i
8 1900 A o 800 -
2 1800 -| S 600
1700 - v 400 4
1238 1 &9 Maximum recommended 90% stroke 200

150

Pressure (Bar) — 3 )

FS63-FSC 63 - FSC 63/1

FP 63 - FPR 63

Assembly possibilities

FRS 63

FB 63 - FB 50

FI63/1

J
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@75mm - G1/8 connectable

MICRO 75

1. TECAPRES® P
~ ™ . -
045 ® Pressure medium Gas Nitrégeno (N,)
Max. charging pressure 150 Bar
M8
Min. charging pressure 35 Bar
é Rod seal area 15,90 cm?
@ Operating temperature 0°C - 80°C
N ﬁ Force increase by temperature 0,33 %/°C
- +l
/ © Max. stem speed 1,6 m/s
r2.5 9 Maintenance kit Kit M75
PED S0  SNomo.
© Q074681 =
Gas charging G1/8 —=— VDI 3003 150 11901 E.24.54.815.6
TPFV1 valve | VDI SAFETY ﬁf
G1/8 adapter Ll 3
o< /‘\ .3
ol 1 M P
= 4
Maximum strokes / minute (at 20°C)
- 80
*‘& T 70 -
e 60
Q g 50
4xM8(10mm) = 40 |
£
8 30 1
[
& 20 A
10 T19 25 32'38 50 63 7580 100 125
q ) 16 Stroke (mm) ——>»
Code Smax La Lc Fa W% F 0% Fe P |V Iﬁ "
mm mm mm daN daN @ daN Bar | 9
MICRO 75x16 16 77 61 3385 3550 0,078 | 1,40
MICRO 75x19 19 83 64 3420 3595 0,090 | 1,43
MICRO 75x25 25 95 70 3470 3650 0,115 | 1,45
MICRO 75x32 32 109 77 3505 3695 0,144 | 1,65
MICRO 75x38 38 121 83 2400 +5Y% 3525 3725 150 0,168 | 1,70
MICRO 75x50 50 145 95 (2006) ° 3555 3760 (20°C) 0,218 | 1,80
MICRO 75x63 63 171 108 3575 3785 0,271 | 2,10
MICRO 75x75 75 195 120 3585 3800 0,321 | 2,15
MICRO 75x80 80 205 125 3590 3805 0,341 | 2,25
MICRO 75x100 100 245 145 3600 3820 0,424 | 2,60
MICRO 75x125 125 295 170 3610 3830 0,527 | 3,10
(" Force/stroke ratio Initial force/charging pressure ratio A
4000 3000
T 3750 4 . Tzsoo
3500
2000 |
Z 3250 | =
S é 1500 -
P
2500 = 500
2250 | i recommended 90% stroke 0 I I | I I |
0 1925 3238 50 63 7580 100 "125 35 50 75 100 b 125 5 150
_ 1 Stroke (mm) —— 3 ressure (Bar) —— y,
(" Assembly possibilities N
\_ FS75-FSC 75 FP 75 FPR 75 FB 75 FI 75 - FI 75/1
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Stroke (mm) —— 3

{I} TECAP REs® @75mm - G1/8 connectable MICRO 75CS
2400daN
-~ ~ , L
045 ® Pressure medium Gas Nitrogeno (N,)
Max. charging pressure 150 Bar
M8
Min. charging pressure 35 Bar
é Rod seal area 15,90 cm?
@ Operating temperature 0°C - 80°C
N § Force increase by temperature 0,33 %/°C
- +l
/ © Max. stem speed 1,6 m/s
r2.5 9 Maintenance kit Kit M75CS
. PED
2014/68/UE
Gas charging G1/8 —=— _ T
TPFV1 valve VDI SAFETY ﬁf
G1/8 adapter 3
) ol 1 o b
&
Maximum strokes / minute (at 20°C)
- 80
o 60 |
Q g 50
4xM8(10mm) = 40 |
£
8 30 -
2]
10 T19 25 32’38 50 63 7580 100 T125
Stroke (Mm) ——>»
J
Code Smax La Lc Fa W% F 0% Fe P |V ﬁK
mm mm mm daN daN @ daN Bar | 9
MICRO 75CSx16 16 87 71 3010 3100 0,111 | 1,60
MICRO 75CSx19 19 93 74 3060 3160 0,123 | 1,63
MICRO 75CSx25 25 105 80 3150 3265 0,148 | 1,65
MICRO 75CSx32 32 119 87 3220 3350 0,177 | 1,85
MICRO 75CSx38 38 131 93 2400 +5% 3270 3410 150 0,201 | 1,90
MICRO 75CSx50 50 155 105 (20°C) 3340 3495 (20°C) 0,251 | 2,00
MICRO 75CSx63 63 181 118 3390 3555 0,305 | 2,30
MICRO 75CSx75 75 205 130 3425 3600 0,354 | 2,35
MICRO 75CSx80 80 215 135 3435 3615 0,375 | 2,45
MICRO 75CSx100 100 255 155 3475 3660 0,457 | 2,80
MICRO 75CSx125 125 305 180 3505 3700 0,560 | 3,30
Force/stroke ratio Initial force/charging pressure ratio A
3750 3000
T 3500 Tzsoo i
! 3250 2000 |
= —
S 3000 - E 1500 -
g 2750 8 1000
2500 1 &€ 500
2950 & Maximum recc ded 90% stroke o | | | | |
0 161925 3238 50 63 7580 100 125 35 50 75 100 125 150

Pressure (Bar) — 3 y,

Assembly possibilities N
g ﬁ - ﬁ ﬁ
FS75-FSC75 FP75-FPR 75 FB 75 FI75 - FI 75/1 )
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@75mm -
2400daN

1> TECAPRES®

@45

~

® Pressure medium

G1/8 connectable M I C RO 75C F

Gas Nitrégeno (N,)

4000

Force/stroke ratio

3750
3500
3250
3000
2750
2500

Force (daN) ——»

2250

3000

Initial force/charging pressure ratio

Max. charging pressure 150 Bar
Min. charging pressure 35 Bar
é Rod seal area 15,90 cm?
@ Operating temperature 0°C - 80°C
N ﬁ Force increase by temperature 0,33 %/°C
- +l
/ © Max. stem speed 1,6 m/s
r2.5 9 Maintenance kit Kit M75CF
. PED
2014/68/UE
Gas charging G1/8 —=— _ T
TPFV1 valve VDI SAFETY ﬁf
G1/8 adapter Ll ~ 3
o< O
m f 0 283 K
Maximum strokes / minute (at 20°C)
- 80
* :'\. T 70
e 60 4
Q g 50
4xM8(10mm) = 40 |
£
8 30 1
o
& 20
10
q ) Stroke (mm) ——>»
Code Smax La Lc Fa W% F 100% f P |V ﬁK
mm mm mm daN daN @ daN Bar | 9
MICRO 75CFx16 16 91 75 2925 3000 0,124 | 1,75
MICRO 75CFx19 19 97 78 2980 3065 0,137 | 1,78
MICRO 75CFx25 25 109 84 3065 3165 0,161 | 1,80
MICRO 75CFx32 32 123 91 3145 3260 0,190 | 2,00
MICRO 75CFx38 38 135 97 2400 +5% 3195 3320 150 0,215 | 2,05
MICRO 75CFx50 50 159 109 (20°C) 3270 3415 (20°C) 0,264 | 2,15
MICRO 75CFx63 63 185 122 3315 3470 0,321 | 2,45
MICRO 75CFx75 75 209 134 3370 3535 0,367 | 2,50
MICRO 75CFx80 80 219 139 3385 3550 0,388 | 2,60
MICRO 75CFx100 100 259 159 3430 3605 0,470 | 2,95
MICRO 75CFx125 125 309 184 3470 3650 0,573 | 3,45
4 N

2500

2000 -
1500 +
1000 +

Force (daN) ———»

a
o
o

& Maximum recommended 90% stroke )

100 125 35 50

75

100 125

150

~

6] 25 32 38 50 63 7580
_ 19 Stroke (mm) —— 3 Pressure (Bar) — 3 y,
(" Assembly possibilities
\_ FS75-FSC75 FP75-FPR 75 FB 75 FI75-FI 7511
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1. TECAPRES® pw MICRO 95
4200daN
N . o
@60 ® Pressure medium Gas Nitrégeno (N,)
M8 Max. charging pressure 150 Bar
r Min. charging pressure 35 Bar
§ Rod seal area 28,27 cm?
wn
Operating temperature 0°C - 80°C
g Force increase by temperature 0,33 %/°C
r25 7 5 g Max. stem speed 1,6 mis
Maintenance kit Kit M95
. PED 150 . DI CNOMO-
Gas charging G1/8 —=— —_— _—
TPFV valve /GBI 150 11901 VDI 3003 E24548150
G1/8 adapter
VDI SAF E TY - o
o
ol 1 S N:
&
Maximum strokes / minute (at 20°C)
- 80
4xM8(12i -
xM8(12mm) = T 70
§ 60 |
E 50
= 40
1S5
E 30
S 20
10
1925 3238 50 63 7580 100 125
_ P, 16 Stroke (mm) —— 3
il Smax La Lc Fa | X% F 0%  Fe P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 95x16 16 90 74 5890 6155 0,146 | 2,80
MICRO 95x19 19 96 77 6000 6285 0,165 | 2,90
MICRO 95x25 25 108 83 6160 6485 0,204 | 3,10
MICRO 95x32 32 122 90 6285 6645 0,250 | 3,25
MICRO 95x38 38 134 96 6370 6745 0,290 | 3,70
MICRO 95x50 50 158 108 4200 £5% 6480 6885 150 0,368 | 3,90
MICRO 95x63 63 184 121 (20°C) 6565 6990 (20°C) 0,453 | 4,40
MICRO 95x75 75 208 133 6615 7055 0,532 | 4,75
MICRO 95x80 80 218 138 6635 7075 0,565 | 4,90
MICRO 95x100 100 258 158 6690 7145 0,695 | 6,00
MICRO 95x125 125 308 183 6735 7205 0,859 | 6,50
4 Force/stroke ratio Initial force/charging pressure ratio D
7500 5000
7000 |
6500 4000
= 6000 - __ 3000
) =3
\g 5500 - § 2000
S 5000 8
S 1000
4500 |
4000 &9 Maximum recommended 90% stroke 0 | | | | |
"1619 25 32 38 50 63 100 125 35 50 75 100 125 150
_ Stroke (mm) —— 3 Pressure (Bar) — 3 )
e Assembly possibilities A
; i § *i i
\ FS 95 - FSC 95 FP 95 - FPR 95 FB 95 FI 95 - FI95/1 )
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-

38 50

80

100

7. TECAPRES® [ MICRO 120.1
7500daN .
4 N
@75 ® Pressure medium Gas Nitrégeno (N,)
— M8 g Max. charging pressure 170 Bar
@ Min. charging pressure 35 Bar
Rod seal area 44,18 cm?
§' § Operating temperature 0°C - 80°C
g Force increase by temperature 0,33 %/°C
—
125 Max. stem speed 1,2 m/s
Maintenance kit Kit M120.1
Gas charging G1/8—=—LL1
TPFV1 valve @
G1/8 adapter 2014/68/UE
VDI SAFETY ﬁfg
&
el 08 i
4
- Maximum strokes / minute (at 20°C)
= 50
AMI0(11mm) = T =
S w0l
S o 38
= 32
E 26
£
2 21
é 20 18
(2]
@80 10
e 25 38 50 63 80 100
Strok
\_ ) roke (mm) —— 3
il Smax La Lc Fa | 2 F 0%  Fe P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 120x25.1 25 108 83 10870 11435 0,322 | 5,0
MICRO 120x38.1 38 134 96 11250 11905 0,455 | 55
MICRO 120x50.1 50 158 108 7500 £5% 11455 12165 170 0,578 | 5,9
MICRO 120x63.1 63 184 121 (20°C) 11600 12350 (20°C) 0,710 | 64
MICRO 120x80.1 80 218 138 11730 12510 0,885 | 7,1
MICRO 120x100.1 100 258 158 11830 12635 1,089 | 7,9
4 Force/stroke ratio Initial force/charging pressure ratio A
13000 L 8500
12000 - 7500 |
11000 65007
= 5500
$10000 | T 4500 |
8 9000 % 3500 |
2 S 2500+
8000 -
¢/ Maximum recommended 90% stroke 15009
7000 : ‘ 500

" 35

50

75

100 125 150

170

Stroke (mm) —— 3 Pressure (Bar) — 3 )
Assembly possibilities N

£
FS 120 - FSC 120 FP 120 - FPR 120 FB 120 F1120 - FI 120/1 )
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0 10
Stroke (mm(;

Pressure (Bar) — 3 Y,

1. TECAPRES® [ MICRO 120V
6600daN
N . .
@75 ® Pressure medium Gas Nitrégeno (N,)
M8 é Max. charging pressure 150 Bar
E.E - @ Min. charging pressure 35 Bar
Rod seal area 44,18 cm?
E g Operating temperature 0°C - 80°C
¢ +<'U Force increase by temperature 0,33 %/°C
—
125 / - ] Max. stem speed 1,6 m/s
© Maintenance kit Kit M120V
Gas charging G1/8—=— L& r
TPFV1 valve @ I
G1/8 adapter VDI 3003 14/66/UE 150 11901
[e o]
VDI SAF E TY _ 8
©
B
- Maximum strokes / minute (at 20°C)
4XVHO(11mm) b= & 70
o 701 R 66
N 60
= 60 -
_ —
£ 50 3 4
= 40
= 34 30
= 29
£ 309 2
& 20 20
@80 10
Jo2s 23 50 63 7580St ) 100 125
[ mm
_ J oke (mm) ——>
e Smax La Lc Fa % F 0%  Fe P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 120Vx16 16 100 84 9165 9575 0,230 | 5,20
MICRO 120Vx19 19 106 87 9335 9780 0,260 | 5,35
MICRO 120Vx25 25 118 93 9590 10090 0,322 | 5,40
MICRO 120Vx32 32 132 100 9795 10345 0,393 | 5,60
MICRO 120Vx38 38 144 106 9925 10505 0,455 | 5,95
MICRO 120Vx50 50 168 118 6600 £5% 10105 10730 150 0,577 | 6,30
MICRO 120Vx63 63 194 131 (20°C) 10235 10895 (20°C) 0,710 | 6,70
MICRO 120Vx75 75 218 143 10320 11000 0,833 | 7,05
MICRO 120Vx80 80 228 148 10350 11040 0,884 | 7,55
MICRO 120Vx100 100 268 168 10440 11150 1,089 | 8,40
MICRO 120Vx125 125 318 193 10510 11245 1,345 | 9,45
Force/stroke ratio Initial force/charging pressure ratio h
12000 7500
T 11000 -| f Tesoo 1
! 10000 | 5500
= = 4500 -
< 9000 1 5 3500
§ 8000 | 8 2500 -
7000 Z - 1500
6000 w recommended 90% stroke 500 T T T T }
0 1625 3238 50 63 758 125 35 50 75 100 125 150

Assembly possibilities N
FS 120 - FSC 120 FP 120 - FPR 120 FB 120 F1 120 - FI 120/1 Y,
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16500

7. TECAPRES® MICRO 150
9500daN
4 N
@90 ® Pressure medium Gas Nitrégeno (N,)
—M8 Max. charging pressure 150 Bar
= Min. charging pressure 35 Bar
©
& UE) Rod seal area 63,62 cm?
g ‘ o Operating temperature 0°C - 80°C
) « ?;I“ Force increase by temperature 0,33 %/°C
r25 g - Max. stem speed 1,6 m/s
© Maintenance kit Kit M150
B ! PED 150
/ 04U VDI 3003 IS0 Hovt
Gas charging G1/8 @142 ©
TPFV1 valve VDI SAFETY ﬁﬁé,
ol NN |
w
4
4xM10(16mm) - Maximum strokes / minute (at 20°C)
E,; T 60
o
© 50
Q
E 40
g 30
2 2]
(2]
1925 3238 50 63 7580 100 125
q P, 16 Stroke (mm) —— 3
il Smax La Lc Fa | 2 F 0% Fe P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 150x16 16 110 94 13455 14095 0,315 | 9,50
MICRO 150x19 19 116 97 13665 14355 0,361 | 9,60
MICRO 150x25 25 128 103 13980 14740 0,451 | 9,85
MICRO 150x32 32 142 110 14225 15045 0,557 | 10,50
MICRO 150x38 38 154 116 9500 +5¢ 14375 15230 150 0,647 | 10,85
MICRO 150x50 50 178 128 (2006) ° 14580 15490 (20°C) 0,829 | 11,45
MICRO 150x63 63 204 141 14725 15670 1,025 | 12,05
MICRO 150x75 75 228 153 14820 15790 1,206 | 12,45
MICRO 150x80 80 238 158 14850 15830 1,282 | 13,70
MICRO 150x100 100 278 178 14945 15950 1,584 | 14,80
MICRO 150x125 125 328 203 15025 16050 1,961 | 15,95
4 Force/stroke ratio Initial force/charging pressure ratio h

] 11000
15500 | ]
14500 1 9000 7
%13500 . = 7000 1
T8’12500 g % 5000 |
S 11500 5 2000 |
199001 @M ded 90% stroke 1000 1
rrecommenae 0 T T T T T T
9800 e 25 3238 50 63 7560 160 | 125 3 50 7% 100 125 150
N 19 Stroke (mm) —— 3 Pressure (Bar) —> )
(" Assembly possibilities N
7 |
\_ FS 150 - FSC 150 FP 150 - FPR 150 FB 150 F1150 - FI 150/1 Y,

Manufactured by TEcnicas ApLicADAS DE PRESION, s.L. - www.tecapres.com

79

MICRO

TITAN

TPH

TPS

TPSP

TPF

TPK

TPC

TPCT

TPB

TPR

TPA
TPG

TPSR

TPSRS

TPNS

STOP
CYLINDER
HOT
FORMING

TPHT

TPSL




i @

MICRO

TPGAS 07 01-2018

Assembly possmllmes

peagd

FS 150 - FSC 150

7. TECAPRES® [ MICRO 150H
11800daN
-~ ) o
]| @100 ® Pressure medium Gas Nitrégeno (N,)
POWER —M8 Max. charging pressure 150 Bar
= Min. charging pressure 35 Bar
& UE) Rod seal area 78,54 cm?
g ‘ o Operating temperature 0°C - 80°C
. «° ?j“ Force increase by temperature 0,33 %/°C
r25 g - Max. stem speed 1,6 m/s
o Maintenance kit Kit M150H
- — PED
/ 2014/68/UE
Gas charging G1/8 @142 ©
TPFV1 valve VDI SAFETY ﬁfg
G1/8 adapter f\ 8
\ 0
4
4xM10(16mm) - Maximum strokes / minute (at 20°C)
E,; 60
E 50
Q
E 40
g 30
s 2]
(2]
1925 3238 50 63 75 Bosmke (m1n?)() 125
_ ) »
e Smax La Lc Fa | 2 F 0%  Fe P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 150Hx19 19 116 97 17895 18990 0,393 | 9,70
MICRO 150Hx25 25 128 103 18430 19660 0,490 | 9,95
MICRO 150Hx32 32 142 110 18860 20210 0,603 | 10,60
MICRO 150Hx38 38 154 116 19125 20550 0,699 | 10,95
MICRO 150Hx50 50 178 128 11800 5% 19500 21030 150 0,893 | 11,55
MICRO 150Hx63 63 204 141 (20°C) 19765 21375 (20°C) 1,102 | 12,15
MICRO 150Hx75 75 228 153 19935 21600 1,296 | 12,55
MICRO 150Hx80 80 238 158 19995 21675 1,376 | 13,80
MICRO 150Hx100 100 278 178 20175 21910 1,699 | 14,90
MICRO 150Hx125 125 328 203 20325 22105 2,102 | 16,05
4 Force/stroke ratio Initial force/charging pressure ratio h
23500 14000
T 21500 12000
g 19500 10000
E 17500 :z; 8000
B 15500 %
S 13500 S 6000
11500 = 4000
‘ | K.g) Maximum recommended 90% stroke 2000
9500 19 25 32 38 50 63 75 80 100 1 35 50 75 100 125
N Stroke (mm) —— 3 Pressure (Bar) 4> Y,
s

FP 150 - FPR 150 FB 150 FI 150 - FI 150/1

J
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. TECAPRES® [ MICRO 195
20000daN
4 N
‘ @130 ® Pressure medium Gas Nitrégeno (N,)
‘ —M8 Max. charging pressure 150 Bar
é Min. charging pressure 35 Bar
_ i Rod seal area 132,73 cm?
Il
S 9 Operating temperature 0°C - 80°C
i ™ S
/ " Force increase by temperature 0,33 %/°C
[&) —
r2.s - Max. stem speed 1mis
© Maintenance kit Kit M195
B e 1 e
/ — PED 150
2014/68/UE
Gas charging G1/8 @182 © - IS0 11901
TPFV1 valve VDI SAFETY
G1/8 adapter
"ol 1 N
4xM12(16mm) - Maximum strokes / minute (at 20°C)
F T 45
Yo}
o 40 -
S s
£ 30 -
£ %51
3 20
S
» 15 A
10
\_ J
il Smax La Lc Fa | 2% f | "% f P |V K
mm mm mm daN daN @ daN Bar | 9
MICRO 195x16 16 142 126 28260 29645 0,647 | 20,85
MICRO 195x19 19 148 129 28990 30540 0,725 | 21,45
MICRO 195x25 25 160 135 30135 31960 0,880 | 22,10
MICRO 195x32 32 174 142 31115 33190 1,061 | 22,85
MICRO 195x38 38 186 148 20000 +5% 31755 34005 150 1,217 | 23,45
MICRO 195x50 50 210 160 (20°C) 32690 35200 (20°C) 1,528 | 24,70
MICRO 195x63 63 236 173 33380 36095 1,865 | 26,10
MICRO 195x75 75 260 185 33850 36700 2,176 | 27,25
MICRO 195x80 80 270 190 34005 36910 2,305 | 28,20
MICRO 195x100 100 310 210 34510 37570 2,824 | 31,10
MICRO 195x125 125 360 235 34940 38135 3,472 | 35,20
4 Force/stroke ratio Initial force/charging pressure ratio A
40000 22000
37500 4 20000 -
aso0 | |
= 32500 1 —. 14000 -|
8 30000 - Z 12000 |
8 27500 = 10000 |
& 25000 | s 6000 |
2(2)388 : =T | ‘ | ‘ yl\‘daximu‘m recommen‘ded 90‘% stque gggg ] | | | | |
0 16/ 253238 50 63 7580 100 125 35 50 75 100 125 150
\_ 19 Stroke (mm) — 3 Pressure (Bar) —> )
(" Assembly possibilities N
£
\_ FSC 195 FP 195 FB 195
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