MICRO
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4 TECAPRES®

4xM6(5.5mm)

Gas charging M6

222
TPFV3 valve
IM6-A adapter

Smax

Lg 2025

Lc

Strokes/min (spm) ———»

@38mm
660daN

® Pressure medium

MICRO 38H

Gas Nitrégeno (N,)

Max. charging pressure 175 Bar
Min. charging pressure 35 Bar
Rod seal area 3,80 cm?
Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 1,2 mls
Maintenance kit Kit MH38
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Code Smax La Lc Fa 0% 0% Fe P \ EI K
mm mm mm daN (Z daN @ daN Bar | 9
MICRO 38Hx10 10 50 40 995 1055 0,010 | 0,26
MICRO 38Hx12 12 54 42 1015 1080 0,012 | 0,27
MICRO 38Hx16 16 62 46 1015 1080 0,016 | 0,28
MICRO 38Hx19 19 68 49 1015 1080 0,019 | 0,30
MICRO 38Hx25 25 80 55 1020 1080 0,025 | 0,33
MICRO 38Hx32 32 94 62 660 5% 1020 1085 175 0,032 | 0,35
MICRO 38Hx38 38 106 68 (20°C) 1020 1085 (20°C) 0,037 | 0,39
MICRO 38Hx50 50 130 80 1020 1085 0,049 | 0,43
MICRO 38Hx63 63 156 93 1020 1085 0,062 | 0,48
MICRO 38Hx75 75 180 105 1020 1085 0,074 | 0,51
MICRO 38Hx80 80 190 110 1020 1085 0,079 | 0,55
MICRO 38Hx100 100 230 130 1020 1085 0,098 | 0,62
MICRO 38Hx125 125 280 155 1020 1085 0,123 | 0,75
Force/stroke ratio Initial force/charging pressure ratio
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Assembly possibilities
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Manufactured by TecNicas ApLICADAS DE PRESION, S.L.
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