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MIC�RO 75C�Fx16 16 91 75

2400 ±5%
(20ºC)

2925 3000

150
(20ºC)

0,124 1,75
MIC�RO 75C�Fx19 19 97 78 2980 3065 0,137 1,78
MIC�RO 75C�Fx25 25 109 84 3065 3165 0,161 1,80
MIC�RO 75C�Fx32 32 123 91 3145 3260 0,190 2,00
MIC�RO 75C�Fx38 38 135 97 3195 3320 0,215 2,05
MIC�RO 75C�Fx50 50 159 109 3270 3415 0,264 2,15
MIC�RO 75C�Fx63 63 185 122 3315 3470 0,321 2,45
MIC�RO 75C�Fx75 75 209 134 3370 3535 0,367 2,50
MIC�RO 75C�Fx80 80 219 139 3385 3550 0,388 2,60
MIC�RO 75C�Fx100 100 259 159 3430 3605 0,470 2,95
MIC�RO 75C�Fx125 125 309 184 3470 3650 0,573 3,45

MIC�RO 75C�F
Pressure medium Gas Nitrógeno (N2)

Max. charging pressure 150 Bar

Min. charging pressure 35 Bar

Rod seal area 15,90 cm2

Operating temperature 0ºC� - 80ºC�

Force increase by temperature 0,33 %/ºC�

Max. stem speed 1,6 m/s

Maintenance kit Kit M75C�F

Manufactured by Técnicas aplicadas de presión, s.l. · www.tecapres.com

Fo
rce

 (d
aN

)

Pressure (Bar)Stroke (mm)

Initial force/charging pressure ratio

Ø75mm · G1/8 connectable

2400daN

Force/stroke ratio

 FS 75 · FSC 75 FB 75FP 75 · FPR 75 FI 75 · FI 75/1

Stroke (mm)

Maximum strokes / minute (at 20ºC)
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Gas charging G1/8
TPFV1 valve
G1/8 adapter
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Maximum recommended 90% stroke
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