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TPB 5000

65 ® Pressure medium Gas Nitrégeno (N,)
‘ ‘ é Max. charging pressure 150 Bar
w
Min. charging pressure 35 Bar
— Rod seal area 33,18 cm?
Operating temperature 0°C - 80°C
§ Force increase by temperature 0,33 %/°C
H
9 S Max. stem speed 1,6 m/s
Maintenance kit Kit B5000
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Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN daN @ daN Bar | 9
TPB 5000x25 25 190 165 5570 5645 0,702 | 18,50
TPB 5000x38 38 216 178 5685 5585 0,915 | 19,30
TPB 5000x50 50 240 190 5780 5885 1,074 | 20,10
TPB 5000x63 63 267 204 5885 6005 1,220 | 21,00
TPB 5000x80 80 300 220 o 5975 6110 1,432 | 22,85
TPB 5000x100 100 340 240 50&%%5)/ 6040 6185 (213?@ 1,698 | 24,00
TPB 5000x125 125 390 265 6100 6255 2,030 | 26,45
TPB 5000x160 160 460 300 6155 6325 2,494 | 29,25
TPB 5000x200 200 540 340 6200 6375 3,025 | 32,10
TPB 5000x250 250 640 390 6240 6420 3,689 | 36,20
TPB 5000x300 300 740 440 6270 6455 4,352 | 39,10
Force/stroke ratio Initial force/charging pressure ratio
6750 5500
6500 4750
6250 4000
Z 6000 = 3250
? 5750 ﬁ 2500
S 5500 8 1750
5250 - = 1000
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Assembly possibilities

FS 150 - FSC 150 FP 150 FB 150

FI150 - FI 150/1

Manufactured by TécNicas ApLiCADAS DE PRESION, s.L. - www.tecapres.com




