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4 TECAPRES®

@32mm
750daN

® Pressure medium Gas Nitrégeno (N,)
_, 018 Max. charging pressure 150 Bar
Min. charging pressure 50 Bar
g 5 Piston seal area 4,91 cm?
“” A Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
ﬁ j 2 Max. stem speed 25 m/min
r1 s Maintenance kit Kit F750
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Stroke (mm) ——3» TPG
90% 100% Wi
Code Smax La Lc Fa S * Fc P \ EIK
mm mm mm daN z daN daN Bar | 9 TPSRS
TPF 750x6 6 63 57 1395 1540 0,006 | 0,29
TPF 750x10B 10 75 65 1455 1625 0,009 | 0,33 TPNS
TPF 750x10 10 80 70 1215 1305 0,012 | 0,35
TPF 750x15B 15 93 78 1305 1420 0,016 | 0,39 STOP
TPF 750x15 15 100 85 750 +5% 1150 1225 150 0,019 | 0,42 CYLINDER
TPF 750x25B 25 120 95 (20°C) 1345 1475 (20°C) 0,025 | 0,48 HOT
TPF 750x25 25 135 110 1140 1210 0,032 | 0,51 FORMING
TPF 750x32 32 140 108 1105 1170 0,044 | 0,55
TPF 750x40 40 165 125 1135 1205 0,052 | 0,61 TPHT
TPF 750x50 50 195 145 1165 1240 0,062 | 0,67
TPSL
Force/stroke ratio Initial force/charging pressure ratio
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FS32-FS 3211 FS32 - FS32/1 FI 32 - FI 3211

Manufactured by TécNicas ApLICADAS DE PRESION, s.L. - www.tecapres.com




