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1000daN

TPH 1000

® Pressure medium Gas Nitrégeno (N,)
225 M8 Max. charging pressure 190 Bar
Min. charging pressure 35 Bar
o Rod seal area 4,91 cm?
UE> Operating temperature 0°C - 80°C
T — 1 Force increase by temperature 0,33 %/°C
%7}
Si N Max. stem speed 25 m/min
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© Maintenance kit Kit H1000
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Gas charging M6 J Maximum strokes / minute (at 20°C)
TPFV3 valve 80
M6-A adapter N T 70 70
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Stroke (mm) ——3»
Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN z daN daN Bar | 9
TPH 1000x10 10 75 65 1245 1280 0,023 | 0,35
TPH 1000x15 15 85 70 1295 1340 0,029 | 0,42
TPH 1000x25 25 105 80 1000 +5% 1450 1530 190 0,035 | 0,50
TPH 1000x38 38 135 97 (20°C) 1485 1570 (20°C) 0,052 | 0,57
TPH 1000x50 50 160 110 1530 1620 0,064 | 0,69
TPH 1000x63 63 205 142 1435 1505 0,092 | 0,80
TPH 1000x80 80 240 160 1480 1560 0,110 | 0,91
Force/stroke ratio Initial force/charging pressure ratio
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Assembly possibilities

23 Lemin

B FI38 - F138/1

FS38-FSC 38

Manufactured by TécNicas ApLicADAS DE PRESION, s.L. - www.tecapres.com




