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Gas charging M6
TPFV3 valve
M6-A adapter
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/ RMF-D1

The TPMCA 1500 model is also
available equipped with RMF-D1.
(TPMCA 1500....C - Linked system)

0% Fe @ P
| daN Bar
TPMCA 1500x12 12 124 112 1660 1680
TPMCA 1500x25 25 150 125 1740 1770
TPMCA 1500x38 38 176 138 1790 1825
TPMCA 1500x50 50 200 150 1500 5% 1820 1860 150
TPMCA 1500x63 63 226 163 (20°C) 1845 1885 (20°C)
TPMCA 1500x80 80 260 180 1865 1915
TPMCA 1500x100 100 300 200 1885 1935
TPMCA 1500x125 125 350 225 1905 1955
P
® Pressure medium Gas Nitrégeno (N,) / Oil
Required information Max. charging pressure 150 Bar
Min. charging pressure 50 Bar
Rod seal area 10,18 cm?
iorkingiuoke (mm) Operating temperature 0°C - 60°C
Press speed (m/min) Force increase by temperature 0,33 %/°C
Max. stem speed 10 m/min
Maximum press rate (spm) Max. recommended strokes/min 10 - 40* spm
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1700
1500 3
1300 4 TPMCA1500 x 12 - E24 - C
. 1100 A bbb
T 900
- C - Linked syst
g ;gg — Model | Stroke | Hydraulicvalve | NG - Sef centamed
300
50 75 100 125 150

Pressure (Bar) — 3

Manufactured by Tecnicas ApLicAas D PRESION, s.L. - www.tecapres.com




